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INTRODUCTION

On June 14-16, 1955, the Air Force and the Bureau of Aeronautics

sponsored a government-industry meeting on the compatibility of

engines and inlet ducts; the meeting was held at Wright Aeronautical

Development Center. Attendees were members of the military

services and representatives of engine and aircraft manufacturers.

Papers were delivered by participants from the services, from

NACA, and from industry. The papers presented by NACA were based

on panel discussions given at Lewis Flight Propulsion Laboratory

Feb. 3, 1955, for members of the military services. They deal with

stall and surge in turbojet engines.

The NACA papers are presented here so that you may have them

for reference. This presentation supplements material contained in

NACA reports.

National Advisory Committee
for Aeronautics
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I - STALL AND SURGE IN TURBOJET ENGINES

By D. S. Gabriel, E. W. Conrad, H. B. Finger
and R. W. Graham

Compressor stall limits the useful operating range of turbojet
engines. In order to achieve maximum performance, modern engines must
operate very close to the stall limits at some operating conditions.
Consequently, avoiding compressor stall has become one of the most
pressing operational problems. The purpose of this paper is to explain
the basic reasons for the existence of stall and to describe some of
the effects of stall limits on the operation of modern engines.

Stall and surge originate in the compressor. The compressor, of
course, is comprised of rows of airfoils. If the angle of attack of a
wing or airfoil is increased sufficiently the flow over the airfoil will
separate, the lift will no longer increase as angle of attack is in-
creased, and the airfoil is said to be stalled. Stall in compressors
is associated with the same separation phenomena that occur in wings.

Figure 1 shows this stall in a compressor cascade. The blades in
a compressor are arranged in rows or cascades as illustrated in the fig-
ure. At low angles of attack the flow over the blades is smooth and
lift is developed. If the angle of attack is increased sufficiently
stall will occur in the cascade. Usually in a cascade when stall starts,
because of some local variation in flow or blade missetting, stall occurs
in only a small portion of the cascade rather than over the whole cas-
cade at once. For simplicity, the stalled or separated flow is indi-
cated by the lightly shaded area in figure 1, as occurring in cily one
blade passage, although in an actual cascade it may cover several
blades. The direction of flow approaching the cascade is indicated by
the arrows. The separation of flow in the stalled passage reduces the
flow area and thus dams up the flow between the blades. The damming up,
indicated by the heavily shaded area, causes the flow to be partly
diverted around the stalled passage. The diversion of flow changes the
direction of the flow approaching the blades. As shown by the arrows,
the flow directions change so that compared to the original angl of
attack, the angle of attack on the stalled blades is decreased and the
angle of attack on the next blade is increased. The reduction in angle
of attack on the stalled blade results in unstalling of the blade and
the increase in angle of attack on the next blade results in stalling
of that blade. By this process the stalled region actually advances
from one blade to the next or is propagated across the cascade.

As shown in figure 2, when the cascade is wrapped around a disk, it
becomes a compressor rotating row, or a single-stage compressor, and
propagating stall in the cascade becomes rotating stall in the single-
stage compressor. By the method of propagation discussed in connection
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with figure 1, the stall zones rotate around the compressor. Experi-

ments with many compressors have shown that the stall zones rotate at

about half the compressor rotating speed. If a hot-wire anemometer is

installed in the compressor, which is stationary with respect to the

compressor casing, it will pick up a trace of the flow as a function 
of

time, as shown on the right of figure 2. Each time one of the stalled

zones passes the instrument there is a reduction in flow and pressure.

The flow, therefore, varies cyclically. There can be many kinds of

rotating stall zones. They may vary in number from one to eight, may

be concentrated at the tip of the blades, or may extend from hub to tip.

The configuration that occurs depends on the compressor design and how

it is operated.

Rotating stall occurs only at high angles of attack. Of course, at

lower angles of attack the flow over the blades of the single-stage com-

pressor is smooth and the compressor develops lift, or in other words,

produces a pressure ratio without stall. Figure 3 shows the performance

of a single-stage compressor in a plot of compressor pressure ratio which

is proportional to the lift developed by the blades against the ratio 
of

the volume flow of air through the compressor to the rotating speed of

the compressor which is inversely proportional to the angle of attack.

The lower the value of the volume flow to speed ratio the higher the

angle of attack. In a compressor test rig the angle of attack may be

changed in the single-stage compressor by throttling the compressor

outlet, thereby reducing the volume flow and increasing the angle of

attack, or the angle of attack may be changed by varying the speed of

rotation. If the flow through the compressor is throttled, or the angle

of attack is increased, the lift or pressure ratio developed by the com-

pressor increases up to the point where the rotating stall previously

described, occurs. If the flow is further reduced or the angle of attack

is further increased, the pressure ratio developed by the stage falls

off. Rotating stall occurs throughout the entire stalled range of com-

pressor operation. Generally the number of rotating stall zones or the

size of the zones increases as the compressor is operated further and

further into stall. In some stages the change in pressure ratio may be

discontinuous in the stall region.

Similar stall phenomena occur in the multistage compressor. In

figure 4 a sketch of a multistage compressor is shown. Each stage in

the compressor is designed to accept the flow from the previous stage

and to produce a certain pressure ratio. The annular flow area and the

blade angles are set so that at the design point the flow through the

compressor will be smooth and the compressor will operate with good effi-

ciency. As the air progresses through the compressor, when it is oper-

ating at the design point, the pressure and the density of the air in-

crease so that it is necessary to reduce the annular flow area in the

successive stages of the compressor. The operating points of typical

inlet and outlet stages are illustrated in the stage characteristic maps



on the bottom of the slide. Generally, the compressor is designed so

that the operating point of all stages at the design condition is con-

siderably removed from the stall.

Of course, the compressor must operate at speeds both higher and

lower than the design speed. At these off-design speeds the flow areas

and blade settings for the fixed-geometry compressor become mismatched,
which leads to stall problems.

If the speed is reduced appreciably below the design speed, the
pressure ratio developed by the rear stages of the compressor falls off
with the result that to get the air flow through the compressor the

velocities in the back end of the compressor are greatly increased. The
flow actually becomes choked in the back stages of the compressor, which
blocks the flow so that the air flow through the compressor is actually
reduced. This reduction in flow forces the operating point of .the front
stages of the compressor to move toward the stall limit. If speed is
reduced sufficiently, the inlet stages stall and rotating stall occurs
in the compressor. As will be discussed in a subsequent paper, this
problem can be alleviated by variable-geometry devices, such as bleed
or variable guide vanes; but this discussion will be limited to fixed-

geometry compressors.

If the compressor is operated at speeds appreciably higher than the
design speed, the density in the rear stages of the compressor is in-
creased and the velocities are decreased. These changes in density and
velocity result in the operating point of the back stages of the compres-
sor moving toward stall. At higher than design speed, then, it's the
back stages of the compressor that tend to stall.

Thus, operation of the multistage compressor appreciably off-design
speeds results in stall in some stages of the compressor. At low speeds,
the front stages tend to stall and at high speeds the back stages tend
to stall. The higher the design pressure ratio of the compressor the
more difference in flow area and density between the front and the rear
of the compressor and, consequently, the more severe the off-design
stall problems.

Stall in the multistage compressor may have large effects on per-
formance. The performance of a typical multistage compressor is shown
in figure 5. The over-all pressure ratio developed by the compressor is
plotted against weight flow of air through the compressor. Lines are
shown which give the over-all pressure ratio and air flow produced by
the compressor at a speed lower than design speed and a high speed near
the design speed. If the compressor were mounted on a compressor test
rig, it could be operated at any flow or pressure ratio on the curves
by adjusting a throttle at the compressor outlet. Throttling the outlet
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of the compressor at low speed increases the angle of attack and the

pressure ratio up to a point at which the first stage of the compressor
stalls and rotating stall starts. Even though this rotating stall
exists, the over-all pressure ratio can be further increased, with some
of the later stages helping out, by additional throttling. If the
throttling is continued at the compressor outlet, however, we reach a
point which is labeled the compressor-stall limit. At this point stall
becomes so severe that performance falls off radically (usually discon-
tinuously as indicated) to a lower branch of the curve. This compressor
stall limit marks the limit of useful engine operation. The stall limit
is not synonymous with the occurrence of rotating stall. The engine may
operate in rotating stall over an appreciable useful operating range.
Only when rotating stall becomes very severe is operation of the engine
limited. Two different phenomena may occur at this limit. Either per-
formance falls off so radically that overtemperature of the turbine
results - which makes the engine inoperable or the engine may go into
surge. During surge, very violent low-frequency, high-amplitude pres-
sure oscillations occur throughout the engine, accompanied by overtem-
perature of the turbine and large thrust losses. No matter which
phenomenon occurs - surge or large performance drop off - the stall

limit is the limit of useful engine operation. At speeds near the design
speed, when the stall limit is reached, the engines invariably go into
surge.

The difference between rotating stall and surge is shown in figure
6. Typical hot-wire recordings of flow in the compressor against time
are shown for rotating stall on the top and surge on the bottom of the
figure. During rotating stall, small amplitude, high-frequency pressure
and flow oscillations occur in the compressor. To all outward appear-
ances,-the compressor and engine operate stably with these small dis-
turbances. During surge, high-amplitude, low-frequency oscillations are
present. Rotating stall is confined to the compressor, whereas surge
involves the whole engine. Which phenomenon will occur, surge or ro-
tating stall, depends on the intensity of the stall and how much damping
is present, or in other words, on the characteristics of the whole en-
gine. The important thing is that either severe rotating stall or
surge will limit the useful operating range of engines.

The significance of the stall and surge limit of an engine can be
illustrated best on a compressor map such as figure 7. Compressor pres-
sure ratio is plotted against weight flow through the compressor. Lines
are shown for the performance at various constant engine speeds from the
design speed (100 percent) down to 50 percent. If the compressor is
installed in an engine with a fixed turbine and exhaust-nozzle area, it
will operate in steady state at only one pressure ratio at any given
speed. The points at which the compressor turbine and exhaust nozzle
are matched, determine the steady-state operating line. If the engine
is operated at a fixed-throttle setting at any constant speed, the com-
pressor will operate on this steady-state line.
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As previously discussed, when the engine speed is reduced appre-
ciably below design speed, the inlet stages tend to stall. In this
case,, the inlet stages stall at all speeds within the shaded area shown
in figure 7. If the engine were operated along the steady-state operat-
ing line at reduced speed, rotating stall would, therefore, start at
about 65 percent speed and would be present at all lower speeds.

The upper broken curve of figure 7 is the compressor-stall-limit
line which is simply a line connecting the stall limit points described
in connection with figure 5. This line represents the limit of useful
engine operation. Operation above this line is not possible. In the
case shown, the stall limit is separated from the steady-state operating
line, although as will be discussed later, this separation does not
exist in all engines. Even if some margin exists, as in this case, the
separation between the two lines is of great importance because it de-
termines the maximum acceleration rate of the engine. To accelerate an
engine, the throttle is advanced rapidly, which causes a sudden increase
in the turbine-inlet gas temperature, which greatly increases the volume
flow of the gases through the turbine. To compensate for this increase
in volume flow, the compressor must produce a higher pressure ratio.
The operating point, therefore, departs from the steady-state operating
line and rises sharply toward the stall limit. Obviously, the greater
the displacement between the steady-state operating line and the stall
limit the greater the maximum acceleration rate. As indicated in the
figure, the margin between the operating line and the stall limit is
very small at low engine speeds in our modern engines. This means that
acceleration rates of our modern engines are severely restricted unless
variable-geometry devices are used.

In addition to limiting the acceleration margin, in some engines
the stall limit may actually prevent operation at part-speed conditions,
as shown in figure 8. Compressor pressure ratio is plotted against
weight flow for a modern, high-pressure-ratio engine. The dashed line
is the steady-state operating line, and the solid line is the stall-
limit line. There is a sharp dip in the stall limit at speeds between
70 and 80 percent caused by abrupt stall of several stages. The stall
line actually drops below the steady-state line, and operation of the
engine is not possible in this speed range without variable-geometry
devices.

This part-speed stall occurs because the front stages of the com-
pressor are stalled. The back stages of the compressor tend to stall at
speeds higher than design. This back-stage stall leads to a high-speed
stall problem, which is illustrated in figure 9. In figure 9, compres-
sor pressure ratio is plotted against equivalent engine speed. Equiva-
lent engine speed is the engine rotating speed divided by the square
root of the compressor-inlet temperature. If the engine is operating at
high altitude where the compressor-inlet temperature is very low, the
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compressor equivalent speed may exceed the design speed by as much as

10 or 20 percent. On the figure, the compressor-stall limit is shown

by the solid line and the steady-state operating line is shown by the
dashed line. Because of back-stage stall, the stall limit bends over
and approaches the operating line at speeds above the design. The stall
limit and the operating line intersect at an engine speed about 8 per-
cent above the design speed, which makes the engine inoperable at atny
higher speeds. This high-speed stall limit is a limit existing in most

engines, which may restrict the operation of the engines at high-
altitude conditions.

The two-spool engine is also affected by compressor stall. Because

there is no mechanical connection between the two spools, the operation
of the compressor is determined by the flow areas and power-absorption
characteristics of the components. The interaction between the compo-

nents and the resultant behavior of the engine is quite complicated and,

therefore, the reasons for its operational characteristic will not be
described in detail. Some of the general stall characteristics for a
two-spool engine are shown for a hypothetical engine in figure 10.

Over-all pressure ratio, that is, the combined pressure ratio across
both spools, is shown plotted against weight flow through the compres-
sor. In the two-spool engine there are, of course, two compressors,
which results in two stall limits. The inner-compressor stall limit is
the upper limit to useful engine pressure ratio, that is, the engine

cannot be operated at pressure ratios higher than the inner-compressor
stall limit. The outer-compressor stall limit represents a lower limit

to engine pressure, that is, the engine cannot be operated at pressure
ratios -below the outer-compressor stall limit. The operating line,
therefore, must fall between these two stall limits. Although it might
seem that this type of operation is more restrictive than one-spool
engines, in actual practice the two-spool engine may be designed to
operate at higher pressure ratios than the one-spool engine with no more
severe stall problems. As illustrated here, the operating line
approaches the outer-compressor stall limit at part speed and approaches
the inner-compressor stall limit at speeds higher than design. We can
see then, that the two-spool engine has similar part-speed and high-
speed stall problems to the single-spool engine.

To summarize, stall or flow breakaway, which occurs in wings at high
angles of attack, also occurs in compressors. In compressors, stall limits
the pressure ratio that can be developed by the compressor. If the single-
stage compressor is operated in stall, local regions of stalled flow
appear that propagate around the compressor annulus. This propagating
stall is called rotating stall.

In the multistage compressor, operation at speeds lower than design
forces the front stages of the compressor to stall and causes rotating
stall to appear. At speeds higher than design, the rear stages of the
compressor tend to stall.
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If the pressure ratio of the multistage compressor is increased

sufficiently at any speed, a limit of useful compressor operation is

encountered. This limit of operation is called the compressor stall

limit and is the point at which stall becomes sufficiently widespread

in the compressor, or sufficiently severe, to cause a large usually dis-
continuous drop in compressor pressure ratio and efficiency.

If the compressor as a part of an engine is operated beyond the

stall limit, either excessive turbine-inlet temperatures will result,

which makes operation impractical, or the engine will surge. Which

thing happens depends upon the characteristics of the individual com-

pressor and the amount of damping present in the rest of the engine.

Experience has shown that, although either type of limit may occur at

low compressor rotative speeds, surge invariably occurs at high speeds.
In any case, the stall limit is the real limit of engine operation.

In order to achieve maximum performance with minimum size, modern

engines are designed so that the stall limits occur close to the steady-
state operating lines of the engine. This proximity of the stall and

operating lines introduces two major problems in modern engines: (1)
The acceleration margin, and hence the acceleration rate, is limited,

or the steady-state operating line and the stall-limit line may actually
intersect at part speed, necessitating the use of some remedial device;
(2) the stall-limit and steady-state operating lines may intersect at

speeds higher than design, which may make the engine inoperative at the
lower compressor inlet temperatures accompanying high-altitude flight
conditions.
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INTRODUCTION

One of the important effects of rotating stall is the possibility
of inducing compressor blade vibrations. A number of compressor blade

failures, both in experimental rigs and in production compressors, have

been traced to vibration induced by rotating stall. The present discus-

sion describes the reason that rotating stall induces vibration, indi-

cates some important engine variables that affect vibration, and out-

lines several remedies that might be used in overcoming this problem.

MECHANISM OF VIBRATION EXCITATION

Relative Velocity between Rotating Stall and Compressor Blades

To demonstrate the reason for vibration excitation by rotating

stall, it is necessary first to determine the relative velocity between

the stall zones and the compressor blading. For the stator blades the

relative velocity is obviously the absolute velocity of the rotating
stall. For the rotor blades the relative velocity is determined as in

figure 1. In this figure, a row of stator blades is shown, followed by

a row of rotating blades. It is assumed that rotating stall has been

established. The velocity of the rotating stall in the stators is equal
to vector A, and the velocity of the rotor blades is designated by vec-
tor B. If a given stall pattern exists within one stage of compressors,
in most cases its effect is felt throughout the unit (ref. 1). Thus,
the velocity of the rotating stall in the rotor blades, vector A', is
equal to vector A. The velocity of the rotating stall relative to the
rotor blades is then equal to vector B minus vector A', or vector C.

Because of the relative motion between the stall and the blae.es,
each blade experiences alternate regions of high and low pressure. By
use of hot-wire anemometers, various patterns of rotating stall and con-
sequent-pressure fluctuations have been determined. Typical configura-
tions are shown in figure 2. The circles represent the annulus of the
compressor, and the shaded areas the stalled regions. Figure A repre-
sents a hub stall configuration; figure B. a combination of hub stall
and a tip stall. In figure C the stall exists over the entire blade
span; and in figures D, E, and F are shown tip stalls, both evenly and
unevenly spaced. As the pressure variations due to the stall zones pass
by the blades, they produce periodic forces that may excite the blades
into vibration if they are of the proper frequency.
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Condition of Resonance

Te determine under what conditions rotating-stall frequencies will

produce blade vibrations, a typical response curve of a blade is shown

in figure 3 (ref. 2, pp. 61-70). When a blade is excited by a sinus-

oidal force, the amplitude of vibration depends on the ratio of the

frequency of the exciting force to the natural frequency of the blade.

For low ratio of excitation to blade natural frequency, the amplitude

is relatively low. However, as the exciting frequency approaches the

natural frequency of the blade, the amplitude increases rapidly. Were

there no damping, the amplitude would become infinitely great when the

exciting frequency is equal to the natural frequency. Because friction

is always present, the amplitude does not become infinite, but does

achieve a high value at this condition of equality between exciting

frequency and blade natural frequency. Vibration under such a condi-
tion is known as resonant vibration. For exciting frequencies above

the natural frequency of the blade, the amplitude again falls off and

rapidly approaches zero as the exciting frequency is increased. Thus,

to obtain high vibration amplitudes, it is necessary for the exciting

frequency to be at or near the natural frequency of the blade.

Exciting Frequencies Contained in Rotating-Stall Signals

The meaning of the exciting frequency of the rotating stall must be

clarified. Actually, a given rotating-stall pattern contains a large

number of exciting frequencies, as can be seen in figure 4. In the up-

per part of the figure is shown a typical signal obtained from a hot-

wire anemometer. Rather than being sinusoidal, the wave is complex.

Since the natural motion of the blade during vibration is, however,
sinusoidal, it turns out that, to analyze blade vibrations, the complex

wave must be replaced by a combination of waves.

With the use of a Fourier analysis (ref. 2, pp. 19-30), it is found

that the upper signal can be replaced by the combination of the signals

of the sine signals in the lower part of the figure. There

exists first a uniform component, indicated by the horizontal line H,

as well as a number of sine and waves. At any point such as P,

the sum of 0A, OB, OC, OD, and the steady-state component (the distance

between the axis and horizontal line H) is equal to the amplitude of the

original signal. The effect of the original stall signal is therefore

exactly the same as the effect of the combined signals as far as blade

vibration is concerned.

The steady-state component does not produce any vibrations, but

each of the sine waves can produce a vibration if it is at or near the

natural frequency of the blade. For example, if the frequency of the
stall signal is 100 cps, then there will exist a wave as shown on the
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figure for a frequency of 100 cps, which is called the fundamental. In

addition, there will exist a wave having a frequency of 200 cps called

the second harmonic, and other waves for 300 and 400 cps, and so forth,

as the third and fourth harmonics, and so forth. Thus, because of the

complexity of the stall signal, it becomes possible to encounter a large

number of resonances within the operating range of the engine.

Critical-Speed Diagram

After the stall signal has been resolved into its harmonic compo-

nents, it becomes possible to predict the speeds at which resonant vi-

brations occur by use of a critical-speed diagram such as shown in fig-

ure 5. On the horizontal axis is shown engine speed, and on the verti-

cal the frequency of excitation. The frequency of rotating stall is ap-

proximately linear with rotative speed, and the lowest inclined line

represents the variation of exciting frequency of the fundamental of a

given stall pattern. Excitation is also produced at any engine speed

by the second harmonic at a frequency exactly twice the fundamental fre-

quency, and by the third harmonic at a frequency three times the funda-

mental, and so forth. Therefore, a number of exciting lines exist, as

shown by the solid lines in figure 5. Also shown in the figure by the

dotted line is the natural frequency of the blade, which increases

slightly with rotative speed as a result of centrifugal stiffening.

Each'time the natural-frequency line intersects one of the lines of ex-

citation, resonance occurs.

Figure 6 shows a more realistic critical-speed diagram, in which

the natural-frequency lines for the first five stages are shown. Lines

of excitation are shown for a single-stall-zone pattern, two-stall-zone

patterns, and three-, four-, and five-zone stall patterns. Also shown

are the second harmonics of the three- and four-zone stall configura-

tions. The dotted and solid lines intersect at many points, indicating

that blade vibrations are possible at many engine speeds. In practice,

it is practically impossible to avoid resonance with one or another of

the stages and the various exciting lines possible whenever rotating

stall occurs. However, not all.resonances cause serious vibrations.

As indicated in figure 4, the amplitudes of the various harmonics are

not all high. The energy available for vibration excitation depends

on the amplitude of the particular harmonic which is in resonance with

the blade natural frequency. Thus, although resonance occurs in some

cases, the amplitude developed may be low if the available excitation
energy is low.
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SEVERAL FACTORS AFFECTING STALL AND VIBRATION

Measurements of vibrations induced by rotating stall have been made

in a large number of engines, both of experimental and production types.

In general, it has been found that all engines are subject to rotating

stall in certain speed ranges and that in most cases resonance occurs

between one or another of the harmonics of the rotating stall and the

natural frequency of the blade. The amplitude of vibration in snme en-

gines is sufficient to induce blade breakage; in other cases low ampli-

tude vibration exists which does not, however, affect the structural in-

tegrity of the blades.

The studies indicate that a number of important variables can seri-

ously affect the vibration in a given compressor. Several of these var-

iables will now be outlined.

Effect of inlet temperature. - It has been found that the tendency

toward vibration in a given compressor can be seriously affected by the

inlet temperature. Figure 7 indicates the reason for this effect. In

this figure the compresser tetal pressure ratio is plotted against

equivalent weight flow for lines of constant equivalent speed. This map

is plotted for the low speed range where the inlet stages are operating

at stall conditions. The various stall patterns are indicated between

ranges labelled 2, 3, 4, and 5. Any point of operation bounded by the

lines OA and OB resulted in a rotating stall with two zones; any region

bounded by lines OB and OC resulted in rotating stall with three zones,

and so forth. Although the regions are shown as distinct from each

other, there is in practice some overlap between these regions, and the

boundaries separating the regions are not as clear as indicated in the

figure. In general, along the stall limit line only one stall zone is

experienced, not only at the speeds shown upon the figure, but at all

speeds.

Steady state operating conditions are shown by the dot-dash line.

At an actual engine speed of 5200 rpm and a temperature of 590 F, three

stall zones exist as indicated by the circled point. If the mechanical

speed is held at 5200 rpm, but the inlet temperature is changed to

200 F, the equivalent speed is changed to approximately 5400 rpm, and

a four-zone stall predominates, as indicated by the triangle. If the

inlet temperature is decreased to -670 F, corresponding to the temper-

ature at high altitudes, and the engine speed is still maintained at

5200 rpm, the equivalent speed now becomes 6000 rpm. As indicated by

the square, operation now occurs at a condition outside the region of

rotating stall and no high amplitude blade vibrations are encountered.

Thus, an engine may not have a vibration problem at one inlet tempera-

ture and speed, but a change of temperature within the range of expected

operation of the engine may induce a severe vibration problem at the

same speed.
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Effect of exhaust nozzle area. - A change of exhaust nozzle area

may also seriously affect vibration at a given speed. 
Figure 8 shows

this effect. Again the regions of various numbers of rotating stalls

are delineated by the lines OA, OB, and so forth. Two steady state

operating lines corresponding to two positions of the exhaust 
nozzle

are shown by the dotted and dot-dash curves. At a speed of 5200 rpm,

it can be seen that operation with the smaller exhaust nozzle area,

as indicated by the dotted curve, results in a three-zone rotating

stall pattern. Opening the exhaust nozzle produces a condition which

changes the stall pattern to a four-zone rotating stall as indicated

by the intersection between the dot-dash curve and the 5200 rpm equiv-

alent speed curve. Depending upon the natural frequency of the blade,

one or another of these two operating conditions may be more severe in

inducing vibrations.

Figure 9 shows the vibration encountered in the second stage of a

production engine resulting from a change in exhaust nozzle area. Here,

the vibratory stress is plotted against engine speed. For the rated

nozzle, the maximum stress encountered was ±26,500 psi, whereas for the

closed nozzle the maximum stress reached was ±60,000 psi.

Most engines are not equipped with variable-area exhaust nozzles.

The purpose of testing a given engine with a variable exhaust nozzle is

to map the complete characteristics of the engine during operation under

steady-state conditions. Once this map has been obtained, the charac-

teristics of the engine during transient conditions can be determined.

Of particular interest is the prediction of the vibration characteris-

tics during acceleration as described in the next section.

Effect of acceleration. - Figure 10 shows the compressor map for an

engine on which acceleration studies were made. In this engine a limited

region adjacent to the stall limit line was characterized by a single-

zone rotating stall (the very thin shaded region). The predominant

region in which rotating stall occurred was characterized by a seven-

zone rotating stall. During normal acceleration of the engine, as shown

by.the lower of the dotted lines in figure 10, the engine remained for

an extended period within the region of the seven-zone stall, and since

the frequency of this stall pattern coincided with the natural frequency

of the blades, high vibrations were encountered during normal acceler-

ation. The single-zone rotating stall was, however, of too low a fre-

quency to induce high vibratory stresses; hence, in this engine it was

desirable to accelerate the engine very rapidly to operation very close

to the stall limit line where the vibratory stresses were lower. A max-

imum stress of ±60,000 psi during normal acceleration was reduced to a

stress of ±30,000 psi. It should be emphasized, however, that in other

cases a change of acceleration rate may increase vibratory stress. The

final stress depends on the stall characteristics of the engine and the

relation between the frequency of the stalls (and their harmonics) and

the natural frequency of the blade.
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RELATION BETWEEN VIBRATORY STRESS AND FATIGUE 
FAILURE

The fact that every engine that has been examined has shown mani-

festations of rotating stall and associated 
blade vibration does not

necessarily mean that all engines are expected to fail. In some cases

the stress levels are below the endurance limit of the material. Even

when the vibratory stresses are 
above the endurance limit, immediate

failure is not always to be expected. Figure 11 shows a modified S-N

curve for fatigue of compressor blade materials that indicates why some

engines fail after a very short period 
of operation while others can be

operated for many hours before failure. 
In this figure vibratory stress

required to produce failure is plotted 
against the number of cycles.

The lowest horizontal dotted line is known as the endurance limit. Any

vibratory stress lower than this value can be withstood indefinitely

without failure. This stress level has been adjusted 
to take into ac-

count the steady-state centrifugal stress to which the engine is sub-

jected. Blades in engines with vibratory 
stresses in the neighborhood

of 44,000 psi can withstand approximately 
one million cycles. A blade

with a natural frequency of 200 cps 
can withstand 83 minutes of vibra-

tion before failing. At very high stress levels, such 
as 75,000 psi,

which are occasionally experienced 
as a result of rotating stall, fail-

ure can be expected in the very short time of 1000 cycles, or 5 seconds.

Experience indicates that rotating stall is a very common cause of

blade failure. Obviously, in some cases, the stresses 
induced are above

tolerable levels. It is thus desirable to indicate 
several remedies

that can be applied in coping with this problem. The most obvious of

these is, of course, minimizing the 
rotating stall itself, as is dis-

cussed in a later paper. The present discussion is limited 
to mechani-

cal approaches.

POTENTIAL METHODS OF REDUCING STRESS 
AMPLITUDES

Design Modifications

One way of minimizing the problem of 
failure due to vibration is to

provide a structure that will withstand the vibratory stresses. Where

these failures are in the blade root 
region, the use of heavy sections

and large radii of curvature can be 
beneficial. Figure 12 shows roots

intended for operation in the same 
compressor. In design A, four ser-

rations were used and the fillet radii 
were small. The result was

cracking in the root across the second 
pair of serrations. In design

B, the section is heavier and the number of fillets 
is reduced to three,

thereby permitting the use of larger 
radii in the fillets. Preliminary

tests indicate that design B can withstand the stress 
levels encountered

in the engine that caused the failure 
of blade root A.
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Mechanical Friction

Another method of limiting vibration amplitude is the use of loose

blades. A blade that is loose in its mount produces considerable fric-
tion, thereby inducing damping. Studies have been made on root damping,
and some of the results are shown in figure 13 (ref. 3). Here root
damping is plotted as a function of rotor speed for several designs in-

vestigated. Generally, there is a decreasing trend in the damping with
increased speed, because the centrifugal force tightens the blade in its
mount, thereby overcoming to some extent the original looseness provided
by the designer. At the rated speed of the engine, the root damping is
very low;.however, at part speed, considerable damping may still be
present.

The amount of damping depends on the root design. The fir-tree
type of design produced considerably more damping, for example, than
the ball-root design. Also shown at the upper right in this figure
is a design in which the friction is produced by the side pressure be-
tween the tangs of the blade and the disk. At low speeds, the friction
was so high that the vibration induced was not sufficient to measure the
damping. At the high speeds, the available damping was maintained be-
cause the side pressure which caused the friction was not affected by
centrifugal force. Thus, new designs conducive to looseness and to the
introduction of friction in the mounting should prove beneficial in the
solution of vibration problems. In current production engines, the
trend has been toward the use of loose blades.

Materials with High Internal Damping

Damping can also be achieved by the use of materials having high
internal damping capacity. For example, attention should be directed
toward the use of plastic compressor blades (ref. 4). Figure 14 shows
a comparison of the damping characteristics of a Bakelite-impregnated
fiberglass plastic and several other materials that have been used as
compressor blading. Damping capacity depends on stress level, and the
figure shows -the damping capacity at both 5000 and 25,000 psi,-the lat-
ter being of greater interest in connection with operation near the
point of failure. At a stress level of around 25,000 psi, the damping
of the plastic is approximately 20 percent, compared with 4 percent for
the type 403 stainless steel used in most of the current engines. Ti-
tanium and aluminum have very low internal damping.

Some experience has already been obtained with the use of the
Bakelite-impregnated fiberglass plastics (ref. 4). The tests were
run on a J47 engine under normal steady-state operating conditions.
As previously indicated, no severe vibration due to rotating stall
is obtained under these conditions; and, therefore, the evaluation
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was not made to determine the applicability in the solution of vibration

problems. The preliminary tests were made largely to determine 
whether

the blades were sufficiently durable to withstand normal conditions 
of

operation. A third stage of a J47 compressor was completely fitted with

plastic blades and operated at rated take-off conditions 
for approxi-

mately 100 hours. No detectable deterioration was observed.

CONCLUDING REMARKS

Rotating stall induces vibration because the relative motion of 
the

stall and blading results in pressure fluctuations on the blades. 
Since

the wave form of the rotating stall is complex, the number of harmonics

available to induce vibration is large. When any of these harmonics is

in resonance with the natural frequency of the blade, high vibrations

may be induced. In multistage compressors, it is almost impossible to

avoid resonant vibration with one or another of the stages whenever 
ro-

tating stall exists.

The rotating stall and associated vibrations are critically affected

by engine operating conditions such as inlet temperature, 
exhaust-nozzle

area, and conditions of acceleration. The sensitivity of the rotating

stall to these conditions in some cases results in apparently erratic

behavior of the rotating-stall characteristics. Thus, on some occasions,

rotating stall will be present during one run but vanish in the next 
run

in which the only difference is a small change in inlet-temperature

conditions.

Rotating stall and associated vibrations have been observed in ev-

ery compressor investigated. However., the stress amplitudes are not al-

ways high enough to cause failure. For cases involving high vibration

amplitudes, several remedial measures are potentially possible. Among

those that have been mentioned are redesign to minimize stress concen-

tration and increased rigidity, incorporation of high root damping, and

use of materials with high internal damping. Any conventional approach

that would tend-to minimize vibration- amplitude should prpve beneficial.

The most valuable approaches involve measures that reduce the tendency

for rotating stall to initiate and propagate. These measures are dis-

cussed in a later paper.
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III - INLET FLOW DISTORTION

*By D. D. Wyatt, L. J. Obery, T. G. Piercy, and M. J. Saari

INTRODUCTION

Typical total-pressure distortions observed in current subsonic and

transonic airplanes and in duct model tests of projected supersonic air-

planes and missiles are discussed herein. The results of some prelimi-

nary investigations into methods of reducing the distortion level at the

engine inlet are also presented. The effects of inlet-flow distortions

on turbojet-engine performance are not analyzed.

DISTORTIONS IN. SUBSONIC AND TRANSONIC AIRPLANES

The military services and various airframe manufacturers have fur-

nished the NACA with total-pressure distortionsmeasured on several cur-

rent subsonic and transonic airplanes. These data are presented on fig-

ures 1 to 3. An individual quantitative comparison between configura-

tions should not be attempted inasmuch as the relative severity of the

flight conditions represented by the various data is not known.

The distortions for two current Navy airplanes are shown on figure

1. The upper portion of the figure shows the total-pressure contours

measured at the engine face. The contours indicate the variation in

total pressure from the average value. For example, a 0 contour line

represents the average pressure region in the duct. A -3 contour is

a line of pressure 3 percent below the average value. A value of

AP/Pav is indicated alongside each contour plot. This value will be

referred to as the maximum distortion value for the duct flow and is

the maximum total pressure minus the minimum total pressure divided

by the average total pressure.

The left-hand contour indicates a flow that is essentially radial

in character, that is, there are only minor distortion changes in a

circumferential path around the duct at a constant radius. The right-

hand contour, on the other hand, shows a circumferential as well as

radial distortion of the flow. (In this case only half of the inlet

contour is presented inasmuch as the engine is supplied air by two

symmetrical inlets.) Pure circumferential contours without radial

distortion are seldom observed.

In many cases insufficient instrumentation is available to deter-
mine the contour plot of the distorted flow. In such cases the total-

pressurue distortions are frequently measured and presented as profiles
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of the flow field at the engine face. Two typical profiles for each of

the airplanes are presented at the bottom of figure 1. One of the pro-

files shows the radial variation in total pressure from the accessory
housing to the outer duct wall just ahead of the engine intake at an
arbitrary circumferential location. The other profile shows the cir-
cumferential variation in total pressure at an arbitrary radius.

Only profile data are available for the Air Force airplanes for
which distortion data are shown on figure 2. Although these airplanes

had different inlet configurations and different flight conditions, the

profiles are all qualitatively similar. The total distortions for the

airplanes varied from 15 to 19 percent, with maximum pressures from 3
to 5 percent above the average value and minimum pressures 12 to 14 per-
cent below average.

The distortion data presented in figure 4 for several nacelle-type
bomber engine installations indicate that the symmetrical, short inlet
systems produce flow distortions of about the same magnitude as those

experienced in fighter planes. Total distortions of from 10 to 20 per-

cent may be noted for these configurations.

These relatively meager distortion data available for currently
flying subsonic and transonic airplanes indicate that total-pressure
distortions of as high as 20 percent are being encountered, and not
infrequently. It can generally be presumed that the air inlet con-
figurations in this speed range should have little or no total-pressure
loss from the free stream to the throat. Consequently, the total-
pressure distortion at the throat of the inlet should be zero. The

pressure distortions observed with subsonic configurations therefore
probably arise in the subsonic diffuser passages between the throat
and the engine inlet. In general it is believed that the source of

the distortions lies in local separations, generally followed by re-
attachment, of the internal flow.

DISTORTIONS IN SUPERSONIC AIRPLANES AND MISSILES

Although it appears probable that flow distortions are internally
induced in subsonic-inlet systems, such does not seem to be the primary
cause of flow distortions at supersonic speeds. In the supersonic inlet
the flow generally undergoes some degree of compression before entering
the subsenic diffuser. This supersonic compression is seldom uniform
across the whole face of the cowl and therefore results in a nonuniform
velocity profile at the cowl inlet. The terminal (normal) shock system
is thus of nonuniform strength and the air enters the subsonic diffuser
in a state of considerable total-pressure distortion. The distortion
may be considerably aggravated by further shock - boundary-layer interac-
tions which are known to promote the tendency for separation.
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As a result of the nonuniform compressions and the shock - boundary-
layer separations in the supersonic inlets, the role of the internal
diffuser passage is markedly different from that of the subsonic intake
system. Instead of being required to maintain the characteristics of a

good entering flow, the passage behind a supersonic inlet must correct
a poor throat flow if low distortions are to be delivered to the engine
face. This correction must be obtained by a mixing process within the
subsonic-diffuser passage. During this mixing process the diffuser must
not induce flow separations of the previously discussed subsonic type if
low engine-inlet distortions are to be realized.

The variable nature of distortions from supersonic inlets is illus-
trated by the data on figure 4. The axially symmetric inlet is one of
the proposed configurations for the B-58 bomber. The data are presented
from quarter-scale model tests at Mach 2.0 for a range of mass-flow ra-
tios at 00 angle of attack.

With critical inlet flow, the maximum total-pressure distortion was
10 percent. When the inlet mass flow was reduced to give subcritical
operation, the distortion increased slightly to 13 percent. For the in-
dicated nonuniform compression of the entering air flow a minimum theo-
retical distortion of 18 percent would be expected at the cowl inlet
without considering shock - boundary-layer interaction. The lower meas-
ured distortion at the engine face indicates that some mixing has taken
place between the cowl inlet and the engine inlet.

When the back pressure on the inlet was reduced to give supercriti-
cal flow (shock drawn into the subsonic diffuser), the distortion in-
creased rapidly and for the condition presented reached a value of 30
percent. This increase in distortion level as the inlet becomes super-
critical is a common characteristic of all inlets and illustrates the
general advisability of avoiding supercritical operation.

Although the flow distortions of figure 4 are largely radial in
character, the details of the contours change markedly as the mass-
flow ratio is varied. With subcritical operation the highest energy
air is located in the vicinity of the centerbody where the entering
air flow has passed through both an oblique and a normal shock. As
the mass flow is increased into the supercritical regime the high en-
ergy portion tends to move outboard and a layer of the lowest energy
air occurs on the centerbody.

When the symmetrical nose inlet is operated at angle of attack, the
character of the distortion changes from a pure radial to a mixed radial
and circumferential type as shown by the data on figure 5. At positive
angles of attack the compression is strongest on the undersurface of the
compression cone. This high energy air enters the bottom of the cowl
inlet but, due to inertia, flows across the centerbody and enters the
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engine inlet in the upper quadrant. The magnitude of the distortion

did not change appreciably for angles of attack up to 60, however, it

increased almost 300 percent for angle of attack changes from 60 to 
100.

As might be anticipated, side inlets rarely display a symmetrical,

purely radial, discharge profile at any operating condition. As illus-

trated by the data of figure 6, the discharge profile can generally be

related to the inlet compression nonuniformities and to the expansion

and turns inherent in the internal ducting. The configuration of fig-

ure 6 was a ramp-type inlet with a semicircular cowl. The inlet was

located on the upper portion of a roughly triangular fuselage with base

down. The relative positions of the inlet and the discharge duct are

indicated by the dotted inlet lines superimposed on the discharge con-

tour plots.

For this particular installation the magnitude of the total-pressure

distortion did not change appreciably through the angle of attack range

up to 120. The high energy residual core, from 11 to 12 percent above

the average value, moved counterclockwise as the angle of attack was in-

creased, however. At 00 angle of attack this high-energy core was lo-

cated directly downstream of the cowl inlet, indicating that the inertia

of the entering air flow resisted the turn into the inboard side of the

discharge duct. As the angle of attack increased the upper cowl portion

received the greatest supersonic compression as a result of reflected

cowl shocks and a concurrent expansion around the lower cowl corner.

The inertial resistance to turning therefore caused the high-energy core

to move in a counterclockwise direction. It should be noted that at an-

gle of attack operation a portion of the duct flow remained separated

back to the diffuser discharge as indicated by the shaded portions of

the duct.

The ramp compression surface of the configuration on figure 6 ini-

tially turned the air butboard from the fuselage and hence accentuated

the curvature of the duct floor. The inlet configuration shown on fig-

ure 7 incorporated a compression surface outboard of the fuselage. This

scoop-type inlet, therefore, initially directed the air toward the fuse-

lage centerline and reduced the amount of internal duct curvature. At

critical operating conditions the total-pressure distortion at the en-

gine inlet was not appreciably less than that of the side inlet config-

uration of figure 6, indicating that the final distortion is predomi-

nantly a residue of the badly distorted inlet flow rather than the re-

sult of a flow breakdown inside the diffuser. When this inlet was op-

erated subcritically the terminal shock wave interacted with the fuse-

lage boundary layer and reduced the total pressure of the entering air

near the fuselage. This low pressure air flowed rearward in the duct

and appeared at the engine face as a reduced pressure region near the

top of the duct. When the inlet was operated in the supercritical range
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the lowest pressures appeared near the bottom of the duct. The large

magnitude of distortion for this regime again indicates the desirabil-

ity of avoiding supercritical operation of supersonic inlets.

Not all side inlets have large distortions. Data are shown on fig-

ure 8 for a twin-inlet cohfiguration having ramp inlets mounted on the

sides of the fuselage and feeding a common engine. This inlet had an

adjustable ramp to improve engine-inlet matching and the conditions in-

dicated correspond to the scheduled engine-inlet operating condition.

At each Mach number there was a high-energy core discharged from each

duct into the engine face. The magnitude of the distortion was compara-
tively low, however. At subsonic flight speeds the maximum distortion

was only 6 percent and the level rose only slightly at supersonic speeds.

A study of the maximum total-pressure distortions from a number of
supersonic side-inlet configurations showed that the magnitude of dis-
tortion at critical operating conditions varied widely. If the analysis

of the supersonic-inlet distortion problem given earlier is correct,
this distortion is predominantly a result of incomplete mixing of the

distorted throat flow. Although the amount of distortion at the throat

would be expected to vary with different inlet configurations the inter-

nal mixing-passage length should have some correlating effect on the ob-
served distortions. Figure 9 presents the results of such an attempted
correlation.

Figure 9 includes the maximum distortions measured for a number of
supersonic side-inlet configurations at critical flow conditions and at

00 body angle of attack plotted as a function of the internal-passage

length-diameter ratio of the configuration. The diameter in th2 abscis-

sa is the equivalent hydraulic diameter of the minimum throat passage
area.

Although the data of figure 9 scatter, there is a definite trend of
reduced critical flow distortion as the mixing length of the subsonic

passage is increased.. This trend is indicated on the figure by the sol-
id curve. The configurations represented include a wide variety of in-
let types and degrees of curvature of the subsonic ducts. Test Yach
numbers vary from 1.5 to approximately 3.0. The fact that the data fol-
low a definite trend in spite of these differences further substantiates
the reasoning that the major cause of distortion in supersonic inlets

lies ahead of the subsonic diffuser and is more or less common to all
inlets at all supersonic speeds.

METHODS OF REDUCING DISTORTION

Supersonic inlet data cited thus far tend to show that low values
of engine-inlet flow distortion can only be expected when the entering



III-6

air flow has had adequate opportunity to mix. Several recent prelimi-
nary experimental investigations have been undertaken at the NACA Lewis
laboratory to determine the utility of several obvious methods of im-
proving the mixing process between the inlet throat and the engine face.
The effectiveness of several methods of adding mixing length is shown on
figure 10.

Two inlet configurations having different subsonic diffuser lengths
were investigated at Mach 3. For simplicity the diffusers are desig-
nated long and short on figure 10 although both were considerably longer
than current airplane practice allows. A straight discharge section was
located downstream of each diffuser so that the relative merits of mix-
ing length during and after diffusion could be evaluated. The abscissa
on the figure represents the over-all length to the point of distortion
measurement divided by the inlet hydraulic diameter.

The short diffuser had a total distortion of 16 percent at its dis-
charge. As straight sections were added after diffusion this distortion
decreased rapidly. The long diffuser had an initial distortion of only
12 percent and the addition of straight sections reduced this value at
the same rate as for the short diffuser. Although the distortion fol-
lowing diffusion was lower with the long diffuser, indicating the effec-
tiveness of the additional flow passage length, for a corresponding
over-all length the short diffuser plus straight section had the lower
distortion. This is qualitatively explainable from mixing considera-
tions. The maximum shears in the fluid are obtained at the lowest mean
fluid velocity. In the length-diameter range from 11 to 14.5 the flow
Mach number in the short diffuser is at a minimum value, whereas the
Mach number is still decreasing in the long diffuser. The increased
shearing action in the short-diffuser straight-section combination was
therefore more effective than the lesser shear over the same path length
in the long diffuser.

The mixing process can be accelerated if some sort of forced mixing
device is inserted into the air stream. Figure 11 shows the distortions
resulting from the use of full-passage screens of varying solidity. The
abscissa indicates the length of straight section downstream of the
screen location and hence the figure shows the combined effect of
screens and straight sections. These data were obtained using the short
diffuser of the preceding figure. With no screen (0 solidity) the dis-
tortion curve therefore corresponds to the short diffuser curve of
figure 10..

The use of screen blockage to force mixing markedly reduced the
distortion level of the diffuser system. The observed distortion de-
creased as the blockage factor was increased until with 40 percent
blockage the distortion was reduced to 5 percent at one-half diameter
downstream of the screen (located at the end of diffusion) as compared
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with 13 percent distortion at the same station for the unblocked flow.

These reduced distortions were, of course, obtained at the expense of

over-all total-pressure losses in the duct. The pressure losses were

found to be approximately those predicted from screen theory for uni-

form inflow.

Another method of forced mixing that has been theoretically inves-

tigated is summarized on figure 12. This method uses a freely rotating

fan stage to interchange flow energy differences due to distortion. The

figure shows the axial Mach number and total-pressure leveling that can

theoretically be achieved with a single stage and a contrarotating two-

stage fan for an arbitrarily assumed initial radial distortion. An in-

itial total-pressure distortion of 17 percent was assumed in the form

of a linear Mach number distribution from hub to tip at a mean Mach num-

ber of approximately 0.5. The 17 percent total-pressure distortion

could be reduced to about 9.5 percent with a single blade row and to

about 2 percent with the contrarotating blade rows (with no intervening

stators). Within the limitations of the analysis there would be no net

loss in total pressure across the fan. This point, as well as the ac-

tion of the fan on circumferential distortions, awaits experimental
verification.

The proposed methods of promoting mixing in the duct flow all have

undesirable aspects. Either they would increase the installation weight

and reduce the useful volume inside the aircraft or they would add unde-

sirable pressure losses in the induction system. Methods of reducing

inlet distortion without these undesirable aspects are obviously needed.

If, as proposed, the main source of distortion in supersonic inlets lies

in the nonuniform compression and shock - boundary-layer interaction in

the supersonic portion of the inlet, then attempts to improve the local

flow structure in this region should be rewarding. Several research ef-

forts which indicate that this method of approach may be fruitful are

illustrated on figures 13 and 14.

Figure 13 shows improvements in flow distortion obtained with the

short diffuser configuration as a result of bleeding the boundary layer

from the throat and of refairing the compression surface centerbody. As

measured at the station at the end of the diffuser, the use of throat

bleed resulted in nearly a 50 percent reduction in distortion. Somewhat

lower percentage reductions were measured in the straight section fol-

lowing the diffuser.

SThe centerbody was refaired by raising the after portion from the

floor of the diffuser into the duct passage. The mechanism by which

this improved the distortion is not understood, but a reduction of more
than 50 percent was obtained.



Other experiments with the removal of internal boundary layer are

shown on figure 14. This inlet was a ramp-type configuration mounted

underneath a body of revolution with a flattened section approaching

the inlet. Provision was made for the removal of the fuselage boundary

layer by a diverter system. In addition an internal adjustable scoop

was provided for the removal of boundary layer accumulating on the 
ramp

surface. The height h of this internal scoop is plotted as the inde-

pendent variable in the figure. With the scoop closed, critical flow

distortions of from 15 to 20 percent were measured over the Mach 
number

range from 1.5 to 2.0. When the scoop was opened to about 14 percent of

the throat height the distortions were reduced to the order of 4 
to 7

percent. As a consequence of the removal of the disturbed air behind

the shock - boundary-layer interaction, the pressure recovery of the inlet

was increased, thus compensating for the drag loss due to bleeding the

mass flow.

CONCLUDING REMARKS

This analysis of typical inlet flow distortions shows that large

distortions may be encountered at subsonic as well as supersonic speeds.

The principal sources of the distortions are believed to be 
different in

the two speed ranges, however, so that research results applicable 
to

one may not constitute a solution to the other. For subsonic airplanes

the principal need seems to be a better understanding of the effects 
of

passage shape variables on the introduction of low energy 
filaments into

the flow. While these results have application to supersonic inlet sys-

tems, the principal need in the latter case appears to be 
a better un-

derstanding of the local details of the supersonic compression region

with a view towards an improved uniformity of this flow.
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IV - EFFECTS OF INLET-PRESSURE DISTORTIONS

ON TURBOJET ENGINE PERFORMANCE

By W. A. Fleming and B. T. Lundin

The effects of inlet-pressure distortion on the performance of tur-

bojet engines has been under investigation at the Lewis laboratory for

the past 3 years. This work has been carried out on five different

types of engine, over a considerable range of flight and engine oper-

ating conditions and with many different types of pressure-distortion
pattern. A brief review of some of the highlights and more general

aspects of this work is presented in the following discussion.

As discussed in the preceding paper, the pressure fields existing

in representative engine-inlet ducts may be considered as distorted, or

uneven, in both a radial and a circumferential direction. For purposes
of studying their effects on engine performance and operating character-

istics, however, radial and circumferential components of these distor-
.tions were, for the most part, investigated separately. The magnitude

of the pressure difference and the extent of the distortion across the

inlet passage used for the engine investigations simulated, of course,
those existing in most inlets.

The pressure distortions at the engine inlet were produced by
screens installed in the engine-inlet duct. The screen arrangements
used and some typical radial and circumferential distortions produced

are shown in figure 1. The radial distortions were produced by an
annular section of screen in the duct and the circumferential distor-
tions by segments of screens of varying density. The screens were in-
stalled from 1 to 3 feet ahead of the compressor inlet. Typical pres-
sure distortions are shown in the lower part of this figure as a plot of

local total pressure across the blade height from hub to tip for the
radial distortion and around the circumference from 00 to 3600 for the

circumferential distortion. The magnitude of the distortion is expressed
in the same manner as in the previous paper, that is, as the difference
between the highest pressure at any point minus the lowest pressur& at
any point divided by the average pressure.

Four general and closely related aspects of distortion effects on
engine performance will be briefly reviewed:

(1) The extent to which inlet pressure distortions persist through

the engine

(2) The effect of distortions on steady-state engine performance
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(3) The manner in which distortions affect the 
compressor stall

and engine-surge limits

(4) The effect of distortions on engine altitude limits

Extent Distortions Persist Through Engines

The degree to which a radial pressure distortion persists through

an engine is illustrated in figure 2. Shown here are radial surveys of

total pressure at the compressor inlet, at the fourth 
stage, and at the

tenth stage of the compressor. It is apparent that the substantial

radial pressure distortion at the inlet has disappeared 
by the exit of

the fourth compressor stage. No effect of the distortion on the pres-

sure or temperature profiles in the combustor or turbine 
would therefore

be expected. The lower inlet pressure at the tip regions of the early

compressor stages would, however, considerably increase 
the blade load-

ings in this region, which, as shown later, has a 
very considerable ef-

fect on the stall limits of these stages and on the stage-matching 
char-

acteristics of the complete compressor.

A similar examination of the extent of an inlet circumferential

distortion through an engine is shown in figure 3. Circumferential

pressure surveys at the compressor inlet and at the 
compressor outlet

are shown in the upper part of the figure, and corresponding 
temperature

surveys at the compressor inlet, compressor outlet, and 
at the turbine

outlet are shown in the lower part of the figure. Examining first the

pressure data, it can be seen that a 20 percent variation 
in pressure

at the compressor inlet is attenuated to only 3 or 4 percent at the com-

pressor outlet. Thus, the compressor essentially pumps up to a common

pressure around the circumference. It is to be noted, however, that the

segment of the compressor directly behind the low inlet 
pressure region

operates at a considerably higher over-all pressure ratio 
than does the

segment behind the high inlet pressure region. For the case presented

in figure 3, the part of the compressor where the inlet pressure 
was

low operated at a pressure ratio some 8 percent above the average 
and

about 16 percent above the pressure ratio of the portion of the compres-

sor where the inlet pressure was high.

The temperature distribution at the compressor inlet is, of course,

uniform. As a result of the varying over-all pressure ratio across the

compressor in a circumferential direction, there is 
a 6 percent circum-

ferential variation in compressor-outlet temperature. In addition to

this variation in compressor-outlet temperature, a distorted, or uneven,

temperature rise also occurs circumferentially around 
the combustor be-

cause of the circumferentially uneven air-flow rate arising 
from the

variations in compressor outlet pressure and temperature and the 
uniform

fuel-flow rate to the combustor. This variation in combustor-inlet
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temperature and combustor temperature rise combine to produce a consider-

able temperature profile at the turbine outlet. As shown by these data,

the normal 1200 peak to peak turbine outlet temperature variation for

this engine was increased to 2800. Thus for the same average turbine-

outlet temperature the peak turbine-outlet temperature was increased

from 13400 without inlet distortion to about 14500 F with the 20 percent

circumferential inlet-flow distortion.

Effect of Distortions on Steady-State Performance

The increase in local turbine temperature discussed above will, of

course, have little effect on the turbine rotor but has, during distor-

tion investigations, resulted in local over-heating and failure of tur-

bine stators. To avoid these failures, it is necessary to derate, or

reduce the average turbine temperature sufficiently to bring the peak

local temperature down to the normal safe level. The amount of this

temperature derating, and the accompanying loss in net thrust, is shown

in figure 4 for a range of inlet-pressure distortions and for four dif-

ferent engines. For the range of conditions investigated, temperature

reductions of between 500 and 1250 have been necessary, the general mag-

nitude increasing, of course, as the inlet distortion is increased.

Reducing the turbine-outlet temperature by these amounts, either by

decreasing engine speed or opening up the exhaust nozzle, results in a

5 to 10 percent loss in net thrust at this flight Mach number of 0.8.

It should also be noted that the temperatures considered here are those

at the turbine-outlet, and even more severe temperature profiles would

be present at the turbine inlet. The temperature reductions shown here

are, therefore, nonconservative and the thrust losses correspondingly

optimistic.

Effect of Distortions.on Compressor Stall Limits

The third aspect of the distortion problem is the effect of inlet-

pressure distortions on compressor-stall limits. If the compressor-

stall limit is reduced, there will result, of course, a reduction in the

acceleration capacity of the engine, a reduction in the range of speeds

over which the engine can operate, and a lowering of the maximum alti-

tude limit. The effects of a given inlet distortion on the compressor-

stall limit will also have an increasingly serious effect on the engine

operation as the altitude is increased because of the normal Reynolds

number effects on the basic compressor performance.

A rather typical effect of a circumferential-inlet distortion on

the stall limit of a compressor is shown in figure 5. The circumferen-

tial distortion for these data varied from 17 to 32 percent over the
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range of engine speeds investigated. As shown here, it is generally

found that the steady-state operating line of an.engine is essentially

unaffected by the distortion. The acceleration margin between the

steady-state line and the stall-limit line was greatly reduced by the

distortion and, in this case, the two curves intersected, resulting in

a maximum speed limit at about 108 percent of rated speed. This cor-

rected speed of 108 percent corresponds to engine operation at rated

mechanical speed at an inlet-air temperature of -150 F.

It was previously indicated that under these conditions of circum-

ferentially uneven inlet pressure, one portion or segment of the compres-

sor is operating at a higher pressure ratio than another segment. It

may be possible, for example, to have a high pressure ratio across the

top half of the compressor and a low pressure ratio across the bottom

half. In this case, when the pressure ratio across the top portion,

which is the high-pressure-ratio region, reaches the normal stall limit

of the compressor, the whole compressor stalls, even though the bottom

portion is operating at a low pressure ratio. Thus, in figure 5, the

stall limits shown by the square points are the average pressure ratios;

part of the compressor is operating at the pressure ratios of the normal

stall limit shown by the dashed curve, and part of the compressor is

operating at correspondingly lower pressure ratios.

This situation is shown somewhat more directly, and for several

different engines, in figure 6. The solid curves in this figure are the

stall-limit lines of the compressors of the different engines with a

uniform inlet flow. The data points, on the other hand, are the maximum

local pressure ratios at which compressor stall occurred with a circum-

ferential inlet-pressure distortion. As previously noted, these local

-pressure ratios are higher than the average pressure ratios, with the

difference being in direct proportion to the amount of the inlet distor-

tion. The ordinate scales for these three curves have been separated

slightly for clarity of presentation. The very good agreement between

the local maximum pressure ratios with distortion and the normal stall

limit with uniform flow reveals that whenever any portion, or segment,

of the compressor.reaches its normal stall limit, the compressor can no

longer maintain a pressure rise and the whole compressor stalls, even

though part of it is operating at a much lower pressure ratio. Similar

considerations apply to both single and two-spool compressors. The data

presented here cover pressure distortions from 6 to 32 percent, of both

abrupt and more gradual, or sinusoidal, shapes and with the low-pressure

region extending from 600 to 1800 of the inlet circumference. It is, of

course, quite possible that this agreement between maximum local pressure

ratio and the normal stall limit of the compressor will not hold for dis-

tortions of smaller extent than 600 of circumference or for some of the

more complex types of distortions that may exist in aircraft ducts. It

does, however, provide a good understanding of the gross effects of the

distortion on the compressor performance and affords a useful method of

predicting the stall limits of a compressor with an inlet-flow distor-

tion that is predominately circumferential in nature.
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Compared to these effects of a circumferential distortion, the

mechanism by which a radial distortion affects the stall limits is

rather complex, and no simple concept is available at present to indi-

cate the magnitude or permit the prediction of their effects. One

effect of a radial distortion on the stall limits of an engine is,

however, presented in figure 7. The solid curve represents the steady-
state operating line, and the two dashed curves the stall-limit lines

with and without the inlet distortion. The shaded area of this figure

indicates the regions of operation in which st6ady-state rotating stall

occurred. Two effects of the radial distortion are immediately apparent.

First, the stall-limit line throughout the entire speed range is lowered

and, secondly, the region of rotating stall is extended to higher speed

regions, with the knee in the stall line moved nearer the steady-state

operating line. There is thus a decrease in the stall margin, or ac-

celeration capabilities, of the engine throughout the speed range, es-

pecially in the intermediate speed region. The extension of the

rotating-stall region.to higher speeds has also introduced blade-

vibration problems on some engines when the frequency of rotating stall

in these regions becomes in resonance with the fundamental frequency of

the blades, as discussed in the paper on rotating stall and blade

vibration.

As pointed out in the paper on inlet flow distortions, a combination

of radial and circumferential distortions usually occurs in practice
rather than each one separately. Such combinations of a radial and a

circumferential distortion have been investigated on two different en-

gines, and the results are summarized in figure 8. Plotted here in bar-
graph form is the stall margin of the compressor between the steady-
state operating line and the stall-limit line at rated engine speed.
These stall margins are shown, for each engine, for four types of inlet

condition: For uniform flow, for a circumferential distortion, for a
radial distortion, and for a combined radial and circumferential distortion.
The combined distortions had about the same peak-to-peak pressure varia-

tion as the circumferential distortion but, of course, included both
radial and circumferential components.

For engine A, shown in the left portion of the figure, the stall
margin with the circumferential distortion was only slightly smaller
than with uniform flow. With a radial distortion, however, the stall
margin was reduced to about one-half that with uniform flow, indicating
the larg- effect of a radial distortion on this engine. The stall mar-
gin with -he combined distortion was about the same as that with the
radial distortion.

With the other engine, the stall margin was decreased much more by
the circumferential distortion than by the radial. In fact, for this
engine, the presence of the radial distortion actually increased the
stall limit slightly. The performance with the combined distortion in
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this case approximates that with the circumferential distortion alone.

Thus for each engine, one sensitive to a radial distortion and the

other to a circumferential distortion, each component of the combined

distortions naturally contributed its own predominant characteristics,
and the effect of the combined distortions was about the same as that

of the more serious component alone.

Effect of Distortions on Altitude Limits

The reduction in the stall limit of the compressor by the inlet-

flow distortion shown in figures 5 to 8 will not only reduce the ac-

celeration margin of the engine but also reduce the speed at which the

steady-state operating line and the stall line intersect. In other

words, the maximum operable engine speed will be reduced. Because of

the Reynolds number effects on compressor performance previously men-

tioned, this maximum speed limit will be reduced more at high altitude

than at a low altitude.

This general characteristic is shown for one engine in figure 9.

The three curves show the maximum speed and altitude limits at which the

engine could be operated due to compressor stall for the various inlet-

flow conditions. With the more severe circumferential distortion, indi-

cated by the lower curve, the maximum speed limit was reduced about 3

percent. Much more important was the fact that the altitude limit was

reduced from over 60,000 feet with uniform inlet flow to under 50,000

feet with this inlet distortion.

These data are, of course, illustrative of the general trend of

operating limits with inlet distortion but are for only two different

distortions and for a single engine. Data presenting the altitude limits

for a range of inlet distortions at a given engine speed for five dif-

ferent engines are shown in figure 10. These data are for circumferen-

tial inlet distortions of various shapes and with the low pressure

regions extending-over at least 600 of the inlet circumference. The dif-

ferent engines have, of course, different altitude limits but the effect

of the inlet distortion was similar for all engines. As the inlet dis-

tortion was increased, the altitude limit was reduced rather rapidly
with, in general, a 20-percent distortion decreasing the altitude limit
15,000 to 20,000 feet.

SUMMARY

In summary, a circumferential inlet-pressure distortion is felt

throughout the engine as a distorted or uneven pressure ratio around the

compressor and as a distorted circumferential temperature profile at the
turbine. This uneven compressor pressure ratio reduces the average, or
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useful, stall margin in a predictable manner and increases turbine-

temperature gradients, thus necessitating a derating of the 
engine to

avoid turbine failures. The decreased stall margin in the compressor

has the effect of reducing the engine acceleration potential, the maxi-

mum operating speed limits, and the altitude limit of the engine. For

a typical 20-percent circumferential distortion, the maximum engine

speed is reduced 2 or 3 percent, and the altitude limits may 
be reduced

as much as 15,000 to 20,000 feet. The effects of a radial pressure

distortion are to alter the spanwise blade loadings in the early stages

of the compressor, and consequently their over-all effects vary con-

siderably among the engines. In some engines, rather small radial dis-

tortions may greatly reduce the stall margin and speed limits and ex-

tend the operating region of rotating stall to higher speeds, giving

rise to increased blade vibration.
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INTRODUCTION

In the past few years, the pressure ratio of axial-flow turbojet-

engine compressors has been increased appreciably in order to improve

altitudeperformance and engine fuel economy. As a result, compressor

stall at low engine speeds has become a serious problem in regard to

engine acceleration. Furthermore, rotating stall, which exists in the

compressor at these low engine speeds, is a prevalent source of.com-

pressor blade vibrations, as discussed in paper II. Recent studies show

that inlet-air flow distortion has severe adverse effects on the stall-

ing characteristics of axial-flow compressors at all engine speeds
(paper IV). As discussed in paper III, some improvement in inlet flow

distribution may be achieved by research on inlets and their associated

ducting, but variations in flight conditions such as angle of attack

and flight Mach number may still result in appreciable flow distortions
at the compressor inlet.

In order to obtain satisfactory acceleration even with uniform in-

let flow, adequate margin between the steady-state operating line and

the compressor stall-limit line is required, particularly at low and in-

termediate values of engine speed. To avoid compressor stall problems

resulting from inlet flow distortions, the stall margin at all speeds

must be increased from that which is normally considered adequate for

operation with uniform flow at the compressor inlet. To eliminate blade

vibrations due to rotating stall, resonance between the compressor.blad-
ing and rotating-stall zones must be eliminated.

This paper considers some of the methods available for alleviating
the compressor-stall and blade-vibration problems discussed in papers

II and IV. The modifications, or remedies, for the compressor-stall

problem are used to control the location of the compressor stall-limit

line with respect to the engine steady-state operating line so as to

avoid encountering compressor stall. The remedies for blade-vibration
problems are aimed at eliminating rotating stall as a source of blade
excitation. The single-spool engine and the two-spool engine are con-
sidered separately.

SINGLE-SPOOL ENGINE

The remedies to be considered for the single-spool engine are
(1) exhaust-nozzle adjustment, (2) turbine-stator adjustment, (3)
compressor-discharge bleed, (4) compressor interstage bleed, (5) inlet-
guide-vane adjustment, and (6) inlet baffles. Exhaust-nozzle and
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turbine-stator adjustments are primarily remedies for compressor stall
at high engine speeds where compressor stall may be aggravated by inlet
flow distortions. Compressor-discharge bleed, compressor interstage
bleed, and adjustable inlet guide vanes are remedies for stall problems
at low and intermediate speeds, and the inlet baffle is primarily a rem-
edy for compressor blade-vibration problems due to rotating stall. In-
asmuch as no single engine incorporates all these features, the data
presented are for several different engines. In addition to these reme-
dies, compressor design compromises to improve stall margin are discussed
briefly.

Definition of Problem

The low-speed stall problem of high-pressure-ratio single-spool
turbojet engines is illustrated in figure 1, which shows the variations
of stall-limit pressure ratio with speed for two high-pressure-ratio
engines for uniform inlet flow. The steady-state operating line for
rated jet nozzle area and no variable-geometry remedies is also shown on
these plots. For engine A, the compressor stall limit is extremely
close to the steady-state operating line at low engine speeds but is ap-
preciably above the operating line at higher speeds. For engine B, a
severe dip or knee occurs in the compressor stall limit between 60 and
80 percent of rated engine speed. In this case, the stall-limit line in-
tersects the operating line at 65- and 75-percent speed. Engine opera-
tion between these speeds is impossible without the use of some stall
remedy.

A convenient parameter for indicating the margin between the con-
pressor stall limit and the steady-state operating line at a given speed
is the ratio of the pressure ratio at stall to the pressure ratio re-
quired for steady-state operation at that speed. Figure 2 shows a plot
of this stall margin parameter against engine speed for engine A.
A value of 1 for this parameter represents an intersection of the oper-
ating line and the stall-limit line and is the limit of engine operation.
The solid curve on figure 2 is for no inlet distortion and indicates a
small stall margin at low engine speeds and a sizable stall margin at
high engine speeds.

A comparison of the solid and dashed curves in figure.2 shows the
effect of a radial distortion of inlet flow on the stall margin of engine
A. The magnitude of distortion decreased with engine speed. The value
of AP/P at rated speed was 12 percent and decreased to 5 percent at 90-
percent speed. As noted in this figure, the effect of distortion is to
move the dip or knee in the stall limit to higher speed and to severely
decrease the stall margin at high engine speeds. More severe inlet flow
distortions would further reduce the stall margin and could conceivably
render this engine inoperable both at intermediate and at high engine
speeds.
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The two ranges of engine speed that are of particular interest are
indicated by figure 2. The first is the high-speed range, where inlet
distortions may impose severe stall limitations. The second is the low-
speed range, where an adequate stall margin is required in order to ob-
tain satisfactory engine acceleration, with or without inlet flow
distortions.

When inlet flow distortions are encountered, the stall margin over
the entire speed range must be increased above that which is necessary
for a uniform inlet flow.

Exhaust-Nozzle Adjustment

Within limits, increasing the exhaust-nozzle area of a single-spool
engine increases the stall margin by decreasing the pressure ratio re-
quired for steady-state operation at any speed. When the exhaust nozzle
is opened, the back pressure on the turbine is decreased. Thus, the
work required to drive the compressor can be obtained at lower turbine-
inlet pressure and temperature, and the compressor can operate at a
reduced pressure ratio or increased flow.

Effect on stall margin. - The effect of exhaust-nozzle area on the
stall margin of engine B is shown in figure 3, where stall margin is
plotted against engine speed. The solid curve is for rated exhaust-
nozzle area. As engine speed is increased from 40 to 65 percent, the
stall margin parameter decreases to a value of 1.0. Thus, at 65-percent
speed, the operating line intersects the stall-limit line, and the
engine is not operable in the speed range of 65- to 75-percent speed
without the aid of some stall remedies. Above 75-percent speed, the
stall margin increases rapidly.

The stall margin obtained for an exhaust-nozzle area that is 60 per-
cent greater than the rated area is shown by the dotted curve in figure
3. This change improves the stall margin somewhat at low engine speeds,
but the inoperable region remains essentially the same. At high engine
speeds, there is a considerable improvement in stall margin. This in-
crease in stall margin at high speeds is beneficial when inlet flow dis-
tortions are encountered.

Effect on engine performance. - At rated speed, the thrust of engine
B decreases rapidly as the exhaust-nozzle area is increased, as shown in
figure 4. For a 60-percent increase in area, the thrust is decreased
about 30 percent. This thrust loss results from the drop in turbine-
inlet temperature. The 60-percent increase in exhaust-nozzle area
causes a 4500 drop in turbine-inlet temperature (fig. 4). Thus, exhaust-
nozzle-area increase may improve stall margin but only at the expense of
a thrust penalty.
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Turbine-Stator Adjustment

A combination of turbine-stator-area and exhaust-nozzle-area

changes can be used to improve stall margin. As shown previously,
increasing the exhaust-nozzle area decreases the compressor pressure

ratio and, thus, improves stall margin. In order to operate with this

decreased compressor pressure ratio without reducing the turbine-inlet

temperature, the turbine-stator area must be increased. Increases in

turbine-stator area can be achieved by simply resetting the angle of

the first row of turbine stator blades.

Effect on engine performance. - Thrust and fuel consumption in per-

cent of rated values are plotted in figure 5 against turbine-stator area.

These data are for engine C, and serve to illustrate the effectiveness

of a combination of turbine stator and exhaust-nozzle-area changes.

This engine had a two-stage turbine; however, only the stators for the

first stage were reset. As the turbine-stator area was increased to

110 percent of rated area, the exhaust-nozzle area was increased to 115

percent of the rated area to maintain constant turbine-inlet temperature.

These changes of area had little effect on engine thrust (fig. 5) The
fuel consumption of the engine, however, was increased about 4 percent.

Effect on stall margin. - Stall margin is plotted against engine
speed in figure 6. The data in the lower curve give the stall margin

for engine C when it was operated with standard exhaust-nozzle and
turbine-stator areas. The upper curve presents the stall margin when
the engine was operated with llO-percent turbine-stator and 115-percent
exhaust-nozzle areas. At rated speed, these area changes increased the

stall margin approximately 12 percent. The stall margin was increased

over the entire speed range; therefore, these area changes could be per-

manent changes.

Increasing compressor stall margin by turbine-stator adjustment can
be considered as derating the engine in terms of pressure ratio. If the
pressure ratio is reduced too much, the compressor efficiency will be
lowered appreciably, and a large loss in engine thrust and efficiency
will result. The reduced pressure ratio also results in a decreased air
density at the compressor discharge and, therefore, increases the
combustor-inlet velocities. This velocity increase may adversely af-
fect the altitude performance of the combustor.

In most cases the engine components have some flow margin, and mod-
erate increases of turbine-stator and exhaust-nozzle area can be effec-
tively used to increase stall margin. Extremely large area changes,
however, will severely decrease component efficiencies and will decrease
thrust as well as increase fuel consumption.
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Compressor-Discharge Bleed

Compressor-discharge bleed is a simple method of improving stall

margin at low engine speeds. Air is bled from the compressor discharge,

and the compressor pressure ratio for steady-state operation is de-

creased. The turbine-inlet temperature, however, is increased. When

compressor-discharge bleed is used, the bleed ports must be closed at

high engine speeds to avoid severe thrust penalties and to avoid over-

temperature of the turbine. Achievement of noticeable gains in stall

margin by means of discharge bleed may require 20 percent or more air

bleed. This technique of improving low speed stall margin is not con-

sidered to be good because of the large quantities of bleed required.

It can be used, however, where only small gains in stall margin are

required.

Compressor Interstage Bleed

As pointed out in paper I, stall of the compressor at low engine

speeds is a result of insufficient flow through the front stages of the

compressor. Interstage bleed is a basic approach to this low-speed

stall problem, in that it tends to remove the cause of compressor stall.

With interstage bleed, the flow through the front stages of the com-

pressor is increased; midway through the compressor, the excess air is

bled off through a system of bleed ports and dumped. This increase of

flow through the front stages improves the matching between the front

and rear halves of the compressor at low speeds and thus delays com-

pressor stall- in this speed range.

Effect on stall margin. - The improvements in stage matching ob-

tained by use of interstage bleed in engine B resulted in the improve-

ment in stall margin shown in figure 7. The solid line which shows the

stall margin without bleed, is the same plot shown in figure 3. Four-

percent interstage bleed resulted in the large improvement in stall mar-

gin shown by the dotted curve.

The bleed ports would be closed at about 80-percent speed, because

no improvement in margin is obtained beyond that speed. These data show

that interstage bleed is a very effective method of improving low-speed

stall margin for engines that use high-pressure-ratio single-spool

compressors.

Effect on blade vibration. - Inasmuch as interstage bleed increases

the flow through the inlet stages of the compressor at low engine speeds,

this remedy will diminish the maximum speed at which rotating stall will

exist. Thus, interstage bleed may eliminate some critical blade vibra-

tions. This modification, however, will not necessarily eliminate ro-

tating stall over the entire low speed range, and, therefore, will not

always completely eliminate the blade vibration problem.
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Inlet-Guide-Vane Adjustment

Inlet-guide-vane adjustment is another method of improving com-
pressor stall margin at low engine speeds. Adjustment of the inlet
guide vanes alters the performance of the inlet stage of the compressor
and, thus, delays stall of the front stages of the compressor at low
speed. The effect of guide-vane adjustment on the performance of a
typical inlet stage is shown in figure 8, which is a plot of stage pres-
sure ratio against weight flow. The solid curve is for the guide vanes
in the open position, and the dashed curve is for the guide vanes in the
closed position. The orientation of the guide vanes with the inlet flow
direction for the opened and closed positions is shown at the right of
figure 8. For the open position, the guide vane is set at a small angle
with the inlet flow direction, which is indicated by the arrow. In the
closed position, the guide vane is rotated about a radial line so as to
make a much larger angle with the inlet flow, as shown at the bottom of
this figure.

Cor arison of the solid and dashed curves in figure 8 shows the
effect of guide-vane positions on the stage performance characteristic.
With the guide vanes in the closed position, the maximum flow through
the stage is decreased, and the stall point of the stage is shifted to
a much lower flow. This shift of stall point delays front-stage stall
at low engine speeds and thus improves the stall margin in this speed
range.

The following discussion is limited to the effects of inlet-guide-
vane adjustment. If necessary the principle of vane adjustment can be
applied to additional stages in the front end of the compressor.

Effect on stall margin. --The effects of guide-vane adjustment have
been investigated in several turbojet engines. Results of tests with
engine B are shown in figure 9, where stall margin is plotted as a func-
tion of engine speed. Closing the inlet guide vanes 200 increased the
stall margin for the entire speed range shown, and made the engine fully
-operable in the mid-*peed region. Although the stall margin is in-
creased at top speed, it would be impractical to use inlet-guide-vane
adjustment in this speed region because of the reduction in mass flow
and, therefore, engine thrust. Obviously then, the blades must be opened
at high engine speeds. Inlet-guide-vane adjustment, however, is an ef-
fective means of obtaining additional stall margin in the low-speed
region and, thus, would be an aid to acceleration of the engine. The
effectiveness of inlet-guide-vane adjustment in improving low speed stall
margin depends on the specific compressor design. In most designs, how-
ever, inlet-guide-vane adjustment is an effective method of improving
low speed stall margin for high-pressure-ratio engines.
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Effect on blade vibration. - Inlet-guide-vane adjustment may de-

crease the range of speeds over which rotating stall is encountered, but

does not completely eliminate rotating stall over the entire low speed

range. Closing the guide vanes tends to push the stall zones from the

blade tips to the blade roots and may alter the number of stall zones.

Closing the guide vanes, therefore, may eliminate some critical reson-

ance conditions, but this modification is not considered as a complete

remedy for blade vibrations induced by rotating stall.

Inlet Baffles

The inlet baffle is primarily a device for eliminating blade vibra-

tion excited by rotating stall. The principle of the inlet baffle is

illustrated by the sketch in figure 10. This device reduces the
compressor-inlet area by use of hinged flaps at the inner diameter

of. the compressor inlet. These flaps operate in a manner similar to

the cowl flaps on a radial reciprocating engine. When the baffle is

extended, a separated-flow region exists behind the baffle. This sep-

arated region gradually dissipates as it flows back through the com-

pressor, and effectively alters the flow area to more nearly match that
required for low-speed operation. In addition, the baffle forces the

air out towards the rotor tips and in so doing tends to eliminate the

rotating-stall region that normally exists at the blade tips.

Effect on blade vibration. - The baffle was the only one of the
remedies considered for the single-spool engine that eliminated the per-

iodic nature of the stall in the front stages of the compressor. When

the periodic rotating stall was eliminated, the blade-vibration problem
was also eliminated.

Figure 11, a plot of vibratory stress against engine speed, pre-
sents the results of an investigation in which engine D was operated
with a baffle at the inner diameter of the compressor inlet. The solid
curve presents the maximum vibratory stresses measured in the first and
second stages when the engine was operated without the baffle. These
stresses were excited by a three-zone stall pattern, as shown by the

upper sketch. The dashed curve represents the stresses measured when
the engine was operated with the baffle. The stresses were reduced to
a minimum, because the periodic nature of the stall had been removed.
With baffle, the compressor operated with a continuous stall region
around the annulus, as shown by the lower sketch in figure 11.

Thus, the baffle, by eliminating the periodic nature of rotating
stall, satisfactorily eliminates blade vibration. This baffle must, of
course, be retracted at high engine speeds to avoid severe thrust
penalties.



V-8
8

Effect on stall margin. - Inasmuch as the separated-flow region be-
hind the inlet baffle tends to alter the effective area ratio through
the compressor to favor low-speed performance, it might be expected that
the baffle could improve low-speed stall margin. To date, no stall-limit
data have been obtained on an engine incorporating a retractable baffle.
Some compressor component tests have indicated some improvement in low
speed stall margin. The improvement in stall margin obtained by the use

of only an inlet baffle, however, would probably not be adequate to in-
sure good acceleration characteristics for most high-pressure-ratio
engines.

Design Compromises

The items discussed are concerned primarily with remedies for ex-
isting compressors. Early low-pressure-ratio compressors were designed
to match the individual stages at design or rated rotative speed. As
pressure ratio was increased, however, engines became plagued with low-
speed stall problems. These stall limitations were in some cases so
acute that acceleration of the engine to rated speed was impossible. In
order to alleviate this situation, the stages were matched at less than
rated speed. This tended to improve the stall problem at low speed at
the expense of high-speed stall margin. It has been demonstrated, how-
ever, that variable-geometry features that provide adequate stall margin
at low engine speeds are available. It has also been shown that, when
inlet flow distortions are encountered, large stall margins are required
at high engine speeds. Therefore, compressors could be designed for
optimum high-speed operation, and variable-geometry features such as
guide-vane adjustment or interstage bleed could be used to facilitate
engine acceleration. It should be noted that such stage-matching com-
promises should.be effective for applications up to a flight Mach num-
ber of about 1.5. For higher flight Mach numbers, this problem must be
reevaluated.

TWO-SPOOL ENGINES

For the two-spool-engine, the interactions between the two com-
pressors and two turbines operating in series are extremely complex.
The discussion of this type engine, therefore, will only consider rem-
edies to the stall problems in comparison to those for the single-spool
engine.

Definition of Problem

As shown on the composite compressor performance map (fig. 12), the
steady-state operating line for the two-spool engine lies between the
inner- and the outer-compressor stall limits (paper I). As indicated
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here for uniform inlet flow distributions, stall of the outer compressor

is expected at low engine speed, and stall of the inner compressor is
expected at high engine speeds. This is analogous to the single-spool
engine, which exhibits front-stage stall at low speed and rear-stage
stall at high engine speeds. During rapid accelerations, however, both

compressors of the two-spool engine will move towards their stall limits.

At low engine speeds, inlet flow distortions will tend to make the stall

limitations of the outer compressor more severe. For high engine speeds,
it has not been definitely ascertained whether inlet flow distortions in-
duce premature stall in the inner or the outer compressor. Therefore,
both of these possibilities will be considered.

The variable geometry features to be discussed for the two-spool
engine are indicated on the engine sketch at the top of figure 12.

Outer-Compressor Stall at Low Engine Speeds

Outer-compressor stall at low speeds for the two-spool engine is
analogous to front stage stall in the single-spool engine and is amena-
ble to the same treatments. For the single-spool engine interstage
bleed was shown to be an effective remedy for low speed stall problems.

For the two-spool engine interspool bleed as indicated on figure 12 has
proven to be an effective remedy. Of course, the bleed ports must be
closed at high engine speeds so as to avoid penalties in thrust and fuel
consumption.

Inner-Compressor Stall at High Engine Speeds

It has been shown that high-speed or rear-stage stall of the single-
spool engine can be alleviated by a combination of turbine-stator and
exhaust-nozzle area changes. Analysis has.indicated that inner-
compressor stall of the two-spool engine can be effectively handled by
these same geometry changes. In this analysis, the outer-compressor
operating condition was held constant and the pressure ratio required
of the inner compressor reduced to increase the stall margin of the
inner compressor. In order to maintain turbine-inlet temperature when
the pressure ratio was reduced, it was necessary to reset the stators
of both turbines and to adjust the exhaust-nozzle area. These changes
have the same effect on the performance of the two-spool engine as on
the single-spool engine. The specific fuel consumption is increased,
but the thrust is not appreciably reduced. Of course, as in the single-
spool engine, the allowable magnitude of such changes will be limited,
because radical changes will result in large losses in component ef-
ficiency and will adversely affect combustor performance.
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Outer-Compressor Stall at High Engine Speeds Due to Inlet Distortions

As discussed previously, outer-compressor stall may occur at high
engine speeds as a result of inlet flow distortions. Although this
problem is not completely understood, analysis to date has indicated that
any attempt to increase the stall margin of the outer compressor without
compressor design changes will result in an appreciable reduction in
engine thrust.

This reduction in thrust may be qualitatively explained as follows:
When the inner compressor of a two-spool engine is operated at a con-
stant speed, the inlet volume flow to this compressor must remain es-
sentially constant. The flow capacity of the inner compressor might be
increased by overspeeding of this unit, but this may result in a serious
turbine stress problem. Therefore, if the pressure ratio of the outer
compressor is reduced to improve stall margin, the weight flow through
the engine must also be reduced in order to maintain constant volume
flow at the inlet of the inner compressor. A reduction in weight flow,
of course, results in a thrust penalty. In order to reduce both the
flow and pressure ratio of the outer compressor, the speed of this unit
must be reduced. As the speed of a compressor is reduced, the obtainable
pressure ratio is also reduced. Therefore, the benefits obtained in
stall margin, as a result of turbine and exhaust-nozzle-area changes,
will depend on the shape of the stall-limit line of the outer compressor.
Very large changes of speed and thrust may be required to avoid outer-
compressor stall when serious inlet flow distortions are encountered.
Thus, it appears that increases in stall margin of the outer compressor
without sacrifices in engine thrust will require compressor design
modifications.

CONCLUDING REMARKS

The study of stall remedies for single-spool engines indicated that
the stall margin on this type engine can be improved and blade vibration
due to rotating stall can be virtually eliminated. A combination of
turbine-stator and exhaust-nozzle-area changes can be used to alleviate
compressor stall problems at high engine speeds. These can be fixed
changes and need not be adjustable features. For moderate changes, this
remedy has little effect on engine thrust, but it does increase fuel con-
sumption somewhat. Interstage bleed and adjustable inlet guide vanes
have proven to be effective remedies for compressor stall problems at low
engine speeds. A retractable inlet baffle is an effective means of elim-
inating compressor blade vibrations induced by rotating stall.

Stall remedies for the two-spool engine are not well defined. Inter-
spool bleed appears to be an effective means of avoiding low-speed stall
of the outer compressor during engine acceleration. Remedies for a high-
speed stall of the inner compressor have not been proved by test, but
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calculations indicate that this problem can be solved by the use of
turbine-stator and exhaust-nozzle area changes. As for the single-spool
engine these changes should have little effect on thrust but probably
will increase fuel consumption somewhat. Analysis to date has shown no
simple remedy for an outer-compressor stall problem at high engine
speeds without a severe thrust derating of the engine. At present, the
only satisfactory solution to this problem appears to be a modification
of the compressor to provide sufficient stall margin to cope with inlet
distortions.
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Figure 1. - Operating and stall lines for two high-pressure-ratio turbojet engines.
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Figure 5. - Effect of turbine nozzle area on thrust and fuel consumption.
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Figure 6. - Effect of increasing turbine-stator area on stall margin.
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SUMMARY

An analysis is presented of the causes of compressor stall and

flame-out when armament is fired during flight at high altitudes. Ex-

perimental data are also presented on this subject.

The increase in compressor-inlet temperature during armament firing

is probably the most important single factor affecting engine perform-

ance. This increase in temperature is sufficient by itself to account

for the observed occurrences of compressor stall and flame-out.

The changed compressor-inlet pressure, inlet-flow distortions, and

combustibles in the compressor, for the most part, increase the likeli-

hood of compressor stall beyond that for an inlet-temperature increase

alone.

If the combustible materials entering the engine inlet do not burn

until they reach the combustor, their effect will be very small. Also,

the reduction in oxygen concentration is not sufficient to affect com-

bustor performance appreciably.

The principal change occurring in the combustor during armament

firing is the great increase in fuel-air ratio due to the reduced com-

pressor air flow. In some engines, this increase in fuel-air ratio may

be enough to cause a flame-out before compressor stall occurs. However,

for the particular engine analyzed in this report, it appears that com-

pressor stall precedes flame-out.

Measures to alleviate these engine difficulties during armament fir-

ing include all the features of variable engine geometry that increase

the margin between the compressor operating point and the stall limit.

A reduction in fuel flow during armament firing will also decrease the

likelihood of compressor stall and should prevent combustor flame-out as

long as stall does not occur. However, the best solution to the problem

is to move the armament away from the engine inlets so that the hot gases

never enter the engine.
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INTRODUCTION

Compressor stall and flame-out in turbojet engines have occurred on
numerous occasions when rocket missiles and cannon were fired at high.
altitudes. The U.S. Air Force has reported stall and flame-out in the
F-86 and the F-94C, and the U.S. Navy in the Cutlass and the Fury. In
addition, the British have encountered this problem in their Swift and
Hunter airplanes. Obviously, then, the problem is rather general in
nature and is not one that is peculiar to any one aircraft or to any
one engine.

One factor that obviously contributes to these engine difficulties
is the ingestion of rocket and cannon-shell exhaust gases into the en-
gines. The extent to which rocket exhaust can enter the engine air in-
takes is illustrated in figure 1, which shows a photograph of an F-94C
aircraft approximately 0.7 second after firing rockets. The exhaust
smoke and vapor trails from the rockets envelop a large part of the air-
plane and can enter the air intakes in appreciable quantities.

The following engine-inlet effects will occur during the firing of
armament:

(1) Increased inlet temperature

(2) Changed inlet pressure

(3) Distorted inlet-pressure and temperature profiles

(4) Entry of combustibles into engine

(5) Reduced oxygen content in gases entering engine

The object of this paper is to examine each of these things that oc-
cur when armament is fired and to show by analysis and by experimental
data which of these items are important and how each affects engine per-
formance. Deductions are made of the.causes of the compressor stall and
flame-out that have been encountered in flight. Finally, some remedial
measures are suggested.

EFFECTS AT ENGINE INLET

Rocket Firing

Analysis. - The magnitude of the temperature and pressure effects
at the engine inlet cannot be obtained directly from existing data. Sev-
eral sets of data on jet spreading and mixing must be considered together.
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For the 2.75-inch air-to-air rocket (fig. 2), the combustion-

chamber pressure is 1100 pounds per square inch and th temperature is

45000 R. The design exit Mach number is 2.7 and the exit static pressure

is 42 pounds per square inch. Since this pressure is considerably above

ambient pressure at altitude, the jet will expand greatly upon leaving
the nozzle. The amount of initial expansion can be obtained directly
from existing data (ref. 1), but the amount of mixing farther downstream

cannot. Experimental data on jet mixing are presented in reference 2.

These mixing data were obtained with low velocities for both the jet and

the stream; in addition, the two streams had equal temperatures and static

pressures. These conditions are in marked contrast to the high veloc-

ities and the temperature and pressure differences noted for the rocket.

Nevertheless, an estimate of rocket-jet spreading can be obtained by

adding the results of reference 2 to the supersonic expansion, as indi-

cated by the diagram in figure 2.

Results of a typical calculation are shown in figure 3. The stream

Mach number relative to the launching station is taken to be 0.9 and the

altitude 45,000 feet. At the time shown (about 0.3 sec after firing),

the rocket is 60 feet from the launcher and is moving away at a speed of

400 feet per second. Contours of temperature are shown for the exhaust

from a single rocket; these temperatures are expressed as the difference

between the temperature at various locations and the ambient temperature.

If the position of the inlet relative to the launcher is known, tem-

perature increments at the engine inlet can be estimated. For example,
consider an inlet 1 foot in diameter whose centerline is spaced 1.5 feet

from that of the rocket. If the inlet is in the plane of the launcher,

the average temperature of the entering stream would be about 2000 F

above ambient. The temperature increment will vary from 260 F at the
inner face to 1400 F at the outer, as indicated by the inset in figure 3.

If the calculations represented in figure 3 are repeated for other
lengths of time after firing, the temperature profiles at any station

can be obtained as a function of time. Temperature variations at the
launcher station are shown in figure 4. Variations in total pressure are
also shown in figure 4, and these pressures are expressed as the differ-
ence between the local pressure and the free-stream total pressure divid-
ed by tne free-stream total pressure. For the example cited of an inlet

1 foot in diameter and located 1.5 feet from the rocket centerline, a
maximum temperature increase of 4000 F is reached at the inner face of
the inlet 0.15 second after firing. At this time, there is a variation

in temperature across the inlet of 4000. A maximum total-pressure in-
crease of 25 percent above free-stream pressure is experienced at a

slightly later time after firing, 0.22 second. At this time, the total-

pressure variation across the inlet is 25 percent. Figure 4 also shows
the duration of these increases. A temperature increase of 2000 at the
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inner face, for example, will be reached at 0.09 second and will persist

until 0.32 second after firing.

Experiment. - The only available experimental data showing the mag-
nitude of increase in inlet temperature when firing rockets were obtained

by Lockheed for the F-94C fighter firing a charge of 24 rockets during a
0.15-second time interval. Figure 5 shows the relative position of the

rockets and the engine-inlet ducts in the F-94C. The rocket cluster is
located in the nose section, while the fuselage scoop-type air inlets

are located just rearward. Because of this positioning, it can be ex-
pected that more rocket exhaust will be diverted into the inlet duct and
higher temperatures will result than for the sample inlet indicated in
figures 3 and 4.

The actual temperature rise measured by Lockheed (ref. 3) is pre-
sented in figure 6, which shows the variation in temperature measured at

the engine inlet as a function of time elapsed after firing the rockets.
Three curves represent the minimum, average, and maximum temperature rise
where peak temperatures are approximately 3000, 6000, and 9000 F, respec-
tively. One reason for the wide variation in temperature rise lies in
the large difference in burning characteristics of the individual rockets.
Ignition lag may vary from 0.025 to 0.035 second and total burning time
from 1.4 to 2.0 seconds. For a burst of 24 rockets, these variations can

result in a large range of possible temperatures in the wake of the
rockets.

The approximate time during which these hot gases pass into the en-
gine (fig. 6) agrees quite well with the calculations presented earlier.

The hot gases start to pass into the engine about 0.1 second after the
beginning of rocket firing and continue to enter the engine until about
0.4 second after the beginning of firing. The values of temperature in-

crease are higher than would be predicted from figure 4, because a large
number of rockets were fired and because the nose section tends to divert

the exhaust gases into the inlets.

Cannon Firing

The effects of cannon fire are different in certain respects from
those for rockets. Figure 7 shows an aircraft in the process of firing
cannon. As the muzzle gases move out ahead of the inlet, they mix with

the incoming air and the inlet temperature is increased. In certain
cases, the gun chambers are vented into the inlet; this permits a.consid-
erable blast of hot gases directly into the engine. An additional factor
is muzzle flash, a sudden burning or explosion of the gases ahead of the
guns. If this occurs, the hot gases can expand ahead of the aircraft and
enter the engine at greater than normal rates.
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In addition to the temperature effects, cannon firing can alter in-

let pressures. Pressure effects for cannon should be in a direction

opposite to that noted for rockets, because the momentum of the muzzle

gases opposes that of the incoming air. Mixing effects are even more

difficult to evaluate than those for the rocket. However, it has been

estimated that, at a Mach number of 0.9 and an altitude of 45,000 feet,
firing four 20-millimeter guns at the rate of 1500 rounds per minute

could reduce inlet pressures by as much as 9 percent if the guns were

located close beside the inlet.

EFFECTS ON COMPRESSOR

Analysis

Increased inlet temperature. - Figure 8 is a compressor operating
map for a typical single-spool axial-flow turbojet engine. The map shows

the variation of compressor pressure ratio with corrected air flow for
lines of constant corrected engine speed. Also shown are the steady-state

operating line and the stall line for no inlet-flow distortion. Calcula-
tions of the point of compressor operation have been made for an increase
in inlet temperature. The initial point of operation (point A) was taken

at rated mechanical engine speed at an altitude of 45,000 feet and a
flight Mach number of 0.9. For these calculations, fuel flow and engine
speed were assumed to remain constant while the inlet temperature in-
creased. This is a valid assumption, since, during the short time (ap-

proximately 0.3 sec for an actual rocket-firing case), the engine control
would not have time to adjust fuel flow nor would engine speed have time

to change.

To completely analyze compressor operation during an inlet-

temperature increase would necessitate calculating the history of the com-

pressor operating point as the armament gases pass through the engine.
However, with only the operating map for the complete compressor, this
calculation is impossible. The discussion must therefore be limited to
the operating point that is reached after the armament gases reach the
turbine station (point B, fig. 8). The location of point B depends on
two factors: (1) The compressor equivalent speed N/\/O must be cor-
rected for the increased value of e; and (2) the reduced equivalent
speed produces a reduced air-flow rate, and, since fuel flow remains con-
stant during the short time involved, the turbine-inlet temperature rises.
Point B is therefore located on a line of lower equivalent speed and is
shifted upward from the steady-state operating line. (Symbols are de-
fined in the appendix.)

Since the path followed in the transient from points A to B cannot
be calculated, the dashed curve in figure 8 serves only as an indication
of one possible path. The obvious question as to what happens if the
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path enters the stall region cannot be answered at present. Since time
is required for stall to set in, it is possible that some stages of the
compressor could momentarily operate above their steady-state stall
limit. On the other hand, if the path crosses the stall-limit line and
stall does occur, then operation at point B will not be realized.

Compressor operating points calculated by this procedure for sever-
al values of inlet-temperature increase are presented in figure 9. A
3000 increase results in an operating point just at the stall line. For

this particular engine, an inlet-temperature increase of slightly over
3000 F would certainly cause compressor stall.

Changed inlet pressure. - If a pressure change accompanies the tem-

perature change, the stall tendency can be affected. Three paths between
points A and B are shown in figure 10. Assume that the center path would

be followed for a temperature change alone. Now, if the inlet pressure
is reduced as a result of cannon fire, the reduction in compressor-inlet
pressure effectively increases the compressor pressure ratio. The path
will therefore be shifted upward toward the stall limit. The amount of
shift will, of course. depend on the magnitude and duration of both the
temperature and pressure change. The pressure effects of cannon fire
should, in general, increase the probability of stall.

For rockets, the inlet pressure is increased and the compressor pres-
sure ratio is momentarily decreased. This moves the path downward away
from stall.

Inlet-flow distortions. - As shown in the jet-spreading analysis,
both temperature gradients and pressure distortions may be expected after
armament firing. Pressure distortions effectively lower the stall limit.
Temperature distortions may also have a similar effect. The reduction in
stall margin due to these changes is indicated in figure 11. In many in-
stances, armament firing takes place while the aircraft is at high angle
of attack. The inlet-flow distortions caused by angle of attack also
affect the stall margin as indicated in figure 11.

Combustibles in compressor. - Numerous instances of afterburning
from rockets and muzzle flash from ghns serve to show that the armament
gases can undergo further burning. If burning occurs while these gases
are in .he compressor, then the pressure will rise where the burning takes
place. This means that the pressure ratio across the compressor stages
upstream of this location will be greatly increased. The resultant effect
cannot be shown on the compressor map, but the probability of encountering
stall is increased.
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Experiment

Lockheed (ref. 3) reports that a 3000 increase in inlet temperature

is the critical value in the F-94C, which uses a J48 engine. They state

that a temperature increase of less than 3000 can be tolerated, while a

temperature increase.in excess of this value causes engine difficulties.

These temperature effects were probably accompanied by inlet-flow distor-

tion and pressure changes; consequently, the 3000 value is probably
unique for the F-94C configuration.

Experimental data showing the effect of an increase in inlet tem-

perature on a modern turbojet engine are presented in figure 12 which

shows that surge was produced by inlet-temperature increases of 700 F or

more. These data were obtained in the Lewis altitude wind tunnel by de-
flecting hot air into the engine inlet. A time interval of 1 to 2 sec-

onds was required for the complete temperature rise to be felt at the

compressor inlet during these tests; consequently, these data are not

strictly analogous to the more rapid temperature increase accompanying
armament firing.

EFFECTS ON COMBUSTOR

Before considering the effects of armament on the combustor, the

factors that affect combustor performance will be reviewed briefly. A

combustor performance map is shown in figure 13. Combustion efficiency
P3T3

is plotted as a function of the combustion parameter -V-- (), where
r

a id the oxygen concentration in the inlet gases, P3  and T3  are the

total pressure and temperature at tie combustor inlet, Vr  is the combus-

tor reference velocity and is equal to the inalet volume flow rate divided
by the maximum cross-sectional area of the combustor, and ((a) is an
exponential function that depends primarily on the oxygen concentration.
The combustion parameter was derived from theory by assuming that chemi-
cal reaction kinetics control the rate of burning in the combustor (refs.
4 and 5). For most combustors, a reasonable correlation of data can be

obtainel with the parameter.

A typical family of experimental curves is shown in figure 13 for
several fuel-air ratios. For lower values of the combustion parameter,
efficiency decreases sharply. The solid points at the ends of the curves

denote flame-out. The value of the combustion parameter at which flame-

out occurs is a function of fuel-air ratio, as shown in figure 14. Each
of the solid points indicates an experimental flame-out for a typical

turbojet combustor. Since flame-outs are not exactly reproducible, a

shaded band is used to indicate the flame-out region. Above this band,
combustion is stable; below, no burning is possible.
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To facilitate estimation of flame-out margin for this combustor,
operating points are indicated at several altitudes. These points cor-

respond to rated engine speed and a flight Mach number of 0.9. This
combustor obviously has ample steady-state flame-out limits.

The combustor operating map can now be used to analyze the effect
of armament firing on combustor performance in a hypothetical turbojet
engine that uses the combustor of figure 14 and the compressor of fig-
ure 9. Consider an initial operating point at an altitude of 45,000
feet, rated mechanical speed, and a flight Mach number of 0.9; this is

point A on the combustor map (fig. 15). If the armament firing causes
a 3000 F increase in compressor-inlet temperature, then the combustor
operating conditions become those of point B (fig. 15). The location
of point B depends on both the change in inlet temperature and gas com-
position and the change in compressor operating point. On the compressor
map (fig. 9), it was shown that a 3000 F increase in compressor-inlet

temperature causes a marked decrease in both compressor pressure ratio
and mass-flow rate. The decreases in oxygen content and in combustor-
inlet pressure adversely affect the combustor; however, these effects are

largely offset by the increase in inlet temperature and the decrease in
air-flow rate. Thus, the change in the combustion parameter between

points A and B is slight. However, the fuel-air ratio increases consid-
erably from point A to point B, since fuel flow remains constant and air
flow decreases. For the combustor map illustrated in figure 15, point B
lies in the stable burning region, and flame-out does not occur.

As indicated by figure 9, the operating point corresponding to a
3000 F increase in inlet temperature lies just underneath the compressor
stall line. If the compressor stalls at this condition, then the com-
bustor operating point changes to the values indicated by the two points
labeled C in figure 15. The upper point corresponds to the highest and
the lower point to the lowest of the oscillating pressures that have been
measured in a similar turbojet engine operating in a stalled condition at

this particular value of equivalent speed (ref. 6). Since these operating
points for the combustor during stall lie outside the stable burning re-
gion, combustor flame-out will follow the occurrence of compressor stall.

The foregoing discussion does not mean that in all engines compres-
sor stall must precede combustor flame-out. Obviously, if this same se-
quence of events occurred in some engine for which the combustor did not
have as wide a fuel-air-ratio range for stable operation, combustor
flame-out could occur at point B, because the fuel-air ratio would be too
high even though the compressor did not stall.

The possibility of the entry of some combustible material into the
engine due to incomplete combustion in the armament exhaust gases has been
mentioned. The effect of these materials passing through the compressor
without burning and then burning in the combustor, is shown in figure 16.
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For a combustion efficiency in the armament gases of 85 percent,

and the remaining 15 percent of their chemical heat release assumed to

occur in the combustor, point B would be moved over to the location in-

dicated by point D. The effect is quite small.

EFFECT ON SUPERSONIC AIRCRAFT

At supersonic speeds, an additional component, the air inlet, must

be considered. If reduced air flow accompanies the temperature increase,

a supersonic inlet can be forced into its subcritical operating range,

and the inlet then becomes an additional source for pressure and flow

pulsations. The effects of firing rocket exhaust into an inlet-engine

combination operating at a Mach number of 1.9 have been briefly investi-

gated in the Lewis 8- by 6-foot supersonic wind tunnel. Although quanti-

tative data are not available as yet, it is known that large pressure

fluctuations existed at both the compressor inlet and outlet stations.

Because of compressor surge or inlet instability, a quasi-steady operat-

ing condition was never reached.

REMEDIAL MEASURES

Possible remedial measures are as follows:

Transient adjustments:
Close inlet guide vanes
Open compressor bleeds

Reduce fuel flow
Inject water at compressor inlet
Open engine exhaust nozzle

Design changes to avoid intake of exhaust gases:
Move armament away from inlet
Vent gun chambers away from inlet
Deflect muzzle gas away from inlet

The first course of action is the use of transient adjustments, such as
closing the inlet guide vanes, opening the compressor bleeds, reducing

fuel flow, and injecting water at the compressor inlet. These are all
measures that can be put into effect an instant before armament is

fired and maintained during the critical period. The length of time the

hot gases are passing into the engine is approximately 0.3 second, so

that the use of these adjustments may be limited by the speed of actua-

tion. Unfortunately, all these items (except water injection) also appre-

ciably decrease the engine thrust level, and this effect on performance
must be considered. F. A. Holm stated that reducing fuel flow during

rocket firing on the F-94C was effective (I. A. S. meeting, Cleveland,
Ohio, March 11, 1955).
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-The-compressor operating margin between the steady-state line and
the stall limit decreases as altitude is increased. The gains resulting
from design changes to increase this stall margin will be largely taken
up by future increases in flight altitude. In addition, angle-of-attack
operation decreases the stall margin, and the size and firing rate of
armament are being steadily increased. From these considerations it
would appear that the use of transient adjustments to increase the stall
margin may prove to be only a temporary solution to the problem of arma-
ment firing.

The best course of action, and the most obvious, is to avoid com-
pletely the intake of exhaust gases. Moving the armament, venting the
gun chambers, and deflecting muzzle gas away from the inlet are all pos-
sible solutions. The problem for the F-86F has been greatly alleviated
by installing blast deflectors on the nose-mounted cannon. It is note-
worthy that the F-89, which has wing-tip-mounted rocket pods, has en-
countered no engine problems due to rocket firing, according to Holm.

CONCLUSIONS

The increase in compressor-inlet temperature during armament firing

is probably the most important single factor affecting engine perform-
ance. This increase in temperature is sufficient by itself to account
for the observed occurrences of compressor stall and flame-out.

The changed compressor-inlet pressure, the inlet-flow distortions,
and the combustibles in the compressor, for the most part, increase the
likelihood of compressor stall beyond that for an inlet-temperature in-
crease alone.

If the combustible materials entering the engine inlet do not burn
until they reach the ccmbustor, their effect will be very small. Also,
the reduction in oxygen concentration is not sufficient to affect com-
bustor performance appreciably.

The principal change occurring in the combustor during armament fir-
ing is the greatly increased fuel-air ratio due to the reduced compressor
air flow. In some engines, this increase in fuel-air ratio may be enough
to cause a. flame-out before compressor stall occurs. However, for the
particular engine analyzed here, it appears that compressor stall pre-
cedes flame-out.

Measures to alleviate these engine difficulties during armament fir-
ing include all the features of variable engine geometry that increase the
margin between the compressor operating point and the stall limit. A
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reduction in fuel flow during armament firing will also decrease the
likelihood of compressor stall and should prevent combustor flame-out as
long as stall does not occur. However, the best solution to the problem
is to move the armament away from the engine inlets so that the hot gases
never enter the engine.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics

Cleveland, Ohio, June 1, 1955
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APPENDIX - SYMBOLS

The following symbols are used in this report:

M Mach number

N engine rotational speed

P .total pressure

T. total temperature

Vr combustor reference velocity

Wa  air flow

a. oxygen concentration in inlet gases

5 ratio of total pressure to absolute pressure of NACA standard

sea-level conditions

e ratio of total temperature to absolute temperature of NACA

standard sea-level conditions

P(c) exponential function depending primarily on oxygen concentration

Subscripts:

c rocket combustion chamber

e rocket-nozzle outlet

0 free stream

2 compressor inlet

3 compressor outlet.
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Figure i. - F-94C firing rockets. (Obtained from Lockheed Aircraft Corp.)
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Figure 2. - Jet spreading from 2.75-inch rocket. Altitude, 45,000 feet.
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Figure 3. - Temperature contours for 2.75-inch rocket. Altitude 45,000 feet; time

after firing, 0.3 second.
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Figure 4. - Pressure and temperature increments for 2.75-inch rocket. Free-stream

Mach number, 0.9; altitude, 45,000 feet.
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Figure 5. - Rocket installation for F-94C.
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Figure 6. - Inlet temperatures for F-94C after firing rockets. (Data from ref. 3).
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Figure 7. - Cannon blast effect.
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Figure 8. - Theoretical compressor operation for instantaneous inlet-temperature increase.
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Figure 9. - Calculated effect of various inlet-temperature increases.
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Figure 10. Effect of changed inlet pressure.
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Figure 11. - Effect of inlet distortions.
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Figure 12. - Experimental effect of various inlet-temperature increases.
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Figure 13. - Combustor operating lines for several fuel-air ratios.
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Figure 14. - Combustor flame-outs.
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Figure 15. - Combustor conditions during rocket firing.
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Figure 16. - Effect of armament gases burning within combustor.




